
EQUITABLERESOURCES
ENERGYCOMPANY
BALCRON OIL DIVISION
1601 Lewis Avenue Office: (406) 259-7860

P.O. Box 21017 FAX: (406) 245-1365

Billings, MT 59104 FAX: (406) 245-1361

December 7, 1994

-- VIA FEDERAL EXPRESS --

State of Utah
Division of Oil, Gas & Mining
355 West North Temple
Salt Lake City, UT 84180

Gentlemen:

Enclosed are Applications for Permit to Drill the wells on the
enclosed list. Our Production Supervisor for our Vernal
District will be doing the onsites for these wells. I have
talked with Dennis Ingram and he agreed that we will do the
onsites for these wells at the same time as the onsite for the
Balcron State #41-36Y. I have asked Dan to contact Dennis to
set up a time for the onsites.

As operator, we hereby request that the status of these wells
be held tight for the maximum period allowed by State
regulations.

If you need additional information or have any questions, please
give me at call at (406) 259-7860.

Sincerely,

Bobbie Schuman
Regulatory and Environmental Specialist

/hs

Enclosures

cc: Dan Farnsworth
DIVOF 0;



FoRM a STATE OF UTAH

DIVISION OF OIL, GAS AND MINING
5. Lease Designation and Serial Number:

State #ML-45555

APPLICATION FOR PERMIT TO DRILL OR DEEPEN 0.Ifindian,AllotteeorTribeName

s. Type of wen: OIL[2 GAs O OTHER: SINGLEZONE O MULTIPLE ZONE O 6. Farm or t.easeName:

Balcron Monument State
2. Name of Operator: 9. WellNumber:

Equitable Resources Energy Company, Balcron Oil Division #23-2
3. Address and Telephone Number. 10. Field and Pool, or Wildcat:

P.O. Box 21017; Billings, MT 59104 (406) 259-7860 Undesignated/GreenRiver
4. Location af Well (Footages) 11. Otr/Qtr, Section. Township,Aange, Merki

Assurt.=.: NE SW Section 2, T9S, R17E 1980' FSL, 1980' FWL
AtProposedProducingZone: NE SW2, T9S, R17E

14. Otelance in miles and direction from nearest town or post office: 12. County: 13. State:
Approximately 11 miles southeast of Myton, UtaH Uintah UGH

15. Distance to nearest 16. Number of acres in lease: 17. Number of acres assigned to this well:
property or lease IIne (feet):

18. Distance to nearest well, drilling, 19. Proposed Depth: 20. Rotary or cable tools:completed, or applied for, m this lease (feeg:
5 , 800 ' Rotar y

21. Elevations(showwhether DF, RT, GR, etc.): 22. Approximate date work willstart
GL 5081.86' j h/-Ÿ$

23 PROPOSED CASING AND CEMENTING PROGRAM
SIZE OF HOLE GAADE, SIZE OF CASING WEIGHT PER FOOT SETTING DEPTN QUANTITY OF CEMENT

See attached Drilling Progran and Casing Des gn for details.

DESCAIBEPADPOSED PAOGRAM: If proposal Is to deepen, give data on present productive zone and proposed new productive zone. If pr s to drill or deepen directionally, ive pe tinent data onsubsurface locations and measured and true vertical depths. Give blowout preventer program, if any. I

GAS & MININŠ

Operator intends to drill this well in accordance with the attached Drilling Program
and Casing Design. Also attached are the survey plat, rig layout, BOPEdiagram, cut
and fill diagram, and topo maps. Drilling water source permit is also attached.

Access is on State Lands as well. If any type of right-of-way is necessary for that
access, please consider this the application.

An archeological survey has been ordered and will be submitted as soon as it is
received.

asonatur.: viti,:
Rvo nat

Specialist 12/7/94
Bobbie schuman APPROVFl.' FY THE STATR

sepaceWStateu..a OF UTAH DIVISION OF

API Number Assigned: Approval:
O iL, GAS, Af

(1\93) (See Instructions on Reverse



TOS, Rf?E, S.L.B.&M.
Egw as REsovactsExxxar co.

NB9 30'20"W - 2647.59' (Meas.) N89°58'00"E
- 2640.00' (G.L.O.)

WELL LOCATION, BALCRON MONUMENT STATE#23-2, LOCATED AS SHOWN IN THE NE 1/4
SW 1/4 OF SECTION 2, T9S, R17E, S.L.B.&M.
UlNTAH COUNTY, UTAH.

WELLLOCA110N:
BALCRON MONUMENT
STA7E /23-2

THIS IS TO CERTIFY THAT LAT WASELER UNGRADED GROUND = 5081.86' PREPARED FROM FIELD - SURVEYS
--. MADE BY ME OR UND D THAT

THE SAME ARE TRU EST O
MY KNOWLEDGEAN I A

e- Ño.189377 g

T
TIDON

o.
STA EO UTA

F TRTSTATE1ANDSU ULTINGS89°57'58"W
- 2644.35' (Megs.) S89°59'00"E

- 2641.98' (Meas.)
38 EAST 100 NORTH, VERN , TAH 84078

(801) 781-2501
= SECTION CORNERS LOCATED

SCALE: 1" - 1000' SURVEYED BYG.S. S.S.

BASIS OF BEARINGS; G.L.O. DATED 1909 DATE: 11-14-94 WEATHER: COOL
BASIS OF ELEV; U.S.G.S. 7-1/2 min QUAD (PARIETTE DRAW SW)

NOTES: FILE



MONUMENT BUTTE DRILLING PROGRAM 1

1995 DRILLING PROGRAM (State BATCH)

Balcron Monument STATE #12-2
SW NW Section 2, T9S, R17E
Duchesne County, Utah
1980' FNL, 660' FWL
Field: Undesignated
State Lease #ML-45555
PTD: 5,850' (Green River formation)
GL: 5097.14'

Balcron Monument STATE #13-2
NW SW Section 2, T9S, R17E
Duchesne County, Utah
2210' FSL, 604' FWL
Field: Undesignated
State Lease #ML-45555
PTD: 5,850' (Green River formation)
GL: 5077.1'

Balcron Monument STATE #22-2
SE NW Section 2, T9S, Rí7E
Uintah County, Utah
1980' FNL, 1980' FWL
Field: Undesignated
State Lease #ML-45555
PTD: 5,800' (Green River formation)
GL: 5047.36'

Balcron Monument STATE #23-2
NE SW Section 2, T9S, R17E
Uintah County, Utah
1980' FSL, 1980' FWL
Field: Undesignated
State Lease #ML-45555
PTD: 5,800' (Green River formation)
GL: 5081.86'

Balcron Monument STATE #24-2
SE SW Section 2, T9S, R17E
Uintah County, Utah
660' FSL, 1980' FWL
Field: Undesignated
State Lease #ML-45555
PTD: 5,700' (Green River formation)
GL:



MONUMENT BUTTE DRILLING PROGRAM 2

1995 DRILLING PROGRAM (State BATCH)

Balcron Monument STATE #32-2
SW NE Section 2, T9S, R17E
Uintah County, Utah
1980' FNL, 1980' FEL
Field: Undesignated
State Lease #ML-45555
PTD: 5,850' (Green River formation)
GL: 5076.1'

Balcron Monument STATE #34-2
SW SE Section 2, T9S, R17E
Uintah County, Utah
800' FSL, 1980' FEL
Field: Undesignated
State Lease #ML-45555
PTD: 5,750' (Green River formation)
GL: 5069.43'

12/7/94



O O
Equitable Resources Energy Company

Baloron Oil Division

DRILLING PROGRAM

WELL NAME: Monument State #23-2 PROSPECT/FIELD: Monument Butte
LOCATION: NE BW Bec.2 Twn.98 Rge.17E
COUNTY: Duchesne STATE: Utah

TOTAL DEPTH: 5800'

HOLE BI2E INTERVAL

12 1/4" Surface to 260'
7 7/8" 260' to 5800' (TD)

CASING INTERVAL CASING

STRING TYPE FROM TO SIZE WEIGHT GRADE

Surface Casing 0 260 8 5/8" 24 lb/ft J55
Production Casing 0 5800 5 1/2" 15.50 K55

(All casing strings will be new, 8 Rd, ST&C)

CEMENT PROGRAN

Surface 150 sacks Class "G" with 2% CaCl and 1/4 lb/sack
Flocele.
(Cement will be circulated to surface.)

Production 250 sacks Thrify Lite and 400 sacks 50-50
Pozmix.
(Actual cement volumes will be calculate from
caliper log with cement top being 2000')

PRELIMINARY
DRILLING FLUID PROGRAM

PLAB. YIELD
TYPE FROM TO WEIGHT VIS POINT

Air and air mist Surf 260 N.A. N.A. N.A.
Air/Air Mist|KCl Water 260 5800 8.7-8.9 N.A. N.A.

COMMENTS

1.) No cores or DST's are planned.



O O
BALCRON OIL CO.

Operator: BALCRON OIL Well Name: Monument State 23-2

Project ID: Location: Duchesne/Utah

Design Parameters: Design Factors:
Mud weight ( 8.80 ppg) : 0.457 psifft Collapse : 1.125
Shut in surface pressure : 2071 psi Burst : 1.00
Internal gradient (burst) : 0.100 psifft 8 Round : 1.80 (J)

Annular gradient (burst) : 0.000 psi/ft Buttress : 1.60 (J)

Tensile load is determined using air weight Body Yield : 1.50 (B)

Service rating is "Sweetu Overput t : 0 lbs.

Length Size Weight Grade Joint Depth Drift Cost
(feet) (in.) (lb/ft) (feet) (in.)

1 5,800 5-1/2" 15.50 K-55 ST&C 5,800 4.825

Collapse Burst Min Int Yield Tension
Load Strgth S.F. Load Strgth S.F. Load Strgth S.F.

(psi) (psi) (psi) (psi) (kips) (kips)

1 2651 4040 1.524 2651 4810 1.81 89.90 222 2.47 J

Prepared by : McCoskery, Billings, MT
Date : 12-06-1994
Remarks :

Minimumsegment length for the 5,800 foot well is 1,500 feet.
The mud gradient and bottom hole pressures (for burst) are 0.457 psi/ft and

2,651 psi, respectively.

NOTE: The design factors used in this casing string design are as shown above. As a general guide-

line, Lone Star Steel recommends using minimum design factors of 1.125 - Collapse (with

evacuated casing), 1.0 - Burst, 1.8 - 8 Round Tension, 1.6 - Buttress Tension, and 1.5 - Body

Yield. Collapse strength under axial tension was calculated based on the Westcott, Dunlop and

Kemler curve. Engineering responsibility for use of this design will be that of the purchaser.

Costs for this design are based on a 1990 pricing model. (Version



galcronOil Well Prog is EXRIBIT "C"

We11Name BALCRONMONUMENTSTATE#23-2 Exploratory Control Well BMS #14-2

Location NESW SECTION 2-T9S-R17E 1980' FSL, 1980' FWL Development X Operator EREC
County UIN TAH Field MON BUTTE KB 5071

State UTAH Section NESW 2 Section Swsw 2
Total Depth 5800 Township 98 Township 98

GL (Ung) 5081.86 EST. KB 5090 Range 17E Range 17E

Formation Tops Prognosis Sample Top Contro1Well High/Low
Formation Depth Datum Depth Datum Datum Prog Cntl Deviation
UINTA SURFACR
GREEN RIVER 1473 3617 3687
HORSEBENCH SS 2347 2743 2813
2ND GARDEN GULCH 3889 1201 1271
Y-2 SAND (PAY) 4181 909 979
YELLOWMARKER 4496 594 664
DOUGLASCREEK 4656 434 504
R-2 SAND (PAY) 4714 376 NP
R-5 SAND (PAY) 4845 245 315
2ND DOUGLAS CREEK 4897 193 263
GREEN MARKER 5037 53 123
G-5 SAND (PAY) 5155 -65 5
BLACK SHALE FACIES 5381 -291 ~221

CARBONATE MARKER 5491 -401 -331

B-1 SAND (PAY) 5526 -436 -366

B-2 SAND (PAY 5579 -489 -419

TD 5800

Samples DST,s Wellsite Geologist
50' FROM 1400' TO 4000' DST #1 NONE Name:
30' FROM 4000' TO TD DST #2 From: to:
5' THROUGH EXPECTED PAY DST #3 Address:
5' THROUGH DRILLING BREAKS DST #4

Phone # wk.
Logs Cores hm.
DLL FROM SURF CSG TO TD Com #1 NONE Fax #
LDT/CNL FROM 3700' TO TD Core #2

Com #3 Mud Logger/Hot Wire
Core #4 Company:

Required: (Yes/No) YES
Type: TWO MAN

Comments: Logger:
Phone #

Fax #
Report To: 1st Name: DAVE BICKERSTAFF Ph6ne # (406)259-7860 wk. 245-2261 hm.

2nd Name: KEVEN REINSCBMIDT Phone # " wk. 248-7026 hm.
Prepared By: K.K. REINSCHMlDT 12/1/94 Phone # wk.



Equr/Aals RZsoëRCESENERGY00.
FIN/SHßD GRADE

BALCRON MONUEFNT STATE ÿÿ23--2
SECTION 2, T9S, RI ?K S. LR &M =

¯ ¯

/ ¯¯¯

H

C/Z6 $2"" C/2.9 Y - 50' STA. 0+00

o l © o c/2 4
STA. 0+00

(§)C/0.5

scAo t'= so'

rorsoit
STocxPire - -

- HELLHOLE
- RESERVE E'

100' X 75'
- 8' DEEP

r - so STA. 1+50

C/0.5 -

f,f 100' 30' 7
STA. 1+50 75'

C/0.1

WAS7E
HELL HEAD.. MA12R/AL

UNGRADED = 5081.9' '
- i -- -

FIN. GRADE= 5087.4'
REFERENCEPOINTS
150' SOUTHWEST 5082.6'
200' SOUTHWEST 5083.5'
175' SOUTHEAST 5079.9' 1" - so' STA. 2+75
225' SOUTHEAST 5077.9'

APPROXIMATEYARDAGES
STA. 2+75

C/1.2 r/0.8 F/0.6 CUT - 1680 Cu. Yds.
FILL = 140 Cu.'Yds. DRAny a R.sa

PIT = 1,940 Cu. Yds-
p g. 7

6 TOPSOIL= 900 Cu. Yds. and Surveying. fnc.
SCAŒ 1" - 50'

\ (801) 781-2501

RLE 23-2 38 WEST 100 NORTH VERNAL, UTAH
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Page No. 2 EXPLANATOltY

The followingadditionat facts are set forth in order todefinemoreete . y the full purposeof thepro-

posed application: ...
. . , ,

e

(Use page 4 if atkullonal expinnntory is neidad.)

The quantity of water sought to be nyproprintedis limite(I to •whic

ein bo beneficially used for the Þ,urpose here i •

,.
Sign urn of Applicant

*lt applicant is 4 corpotation or other organisatio e BI5nn' re inuut be the name of such corpurntion or organization

by its proper officer, or in the nome of the partnership y one of the partneos, and the names of the other partnera shall

bo lieted. If a corporation et partnership, the affidavl below need not be filled in. 1( there is more than one apgliennt,

a power of sitorney, authorising one to act fat• all, ahould accompany the Appilcation,

DECLARATION OF CITIZENSHIP

on the .......................................day ....
Aki',s. ..... ..

,--
................ . 10 ., mrununny appenrod before me, n

notary publie for the State of Utah ho en o th, declared that he en citizen of the United States,

or has declared his intentlentobec a .e

My commissionexpires:

(BEAL
Notury



APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 12/08/94 API NO. ASSIGNED: 43-047-32613

WELL NAME: BALCRON MONUMENT STATE 23-2
OPERATOR: EQUITABLE RESOURCES (N9890)

PROPOSED LOCATION: INSPECT LOCATION BY: 10/05/95
NESW 02 - TO9S - R17E
SURFACE: 1980-FSL-1980-FWL TECH REVIEW Initials Date
BOTTOM: 1980-FSL-1980-FWL
UINTAH COUNTY Engineering /
EIGHTMILE FLAT NORTH FIELD (590)

Geology
LEASE TYPE: STA
LEASE NUMBER: ML-45555 Surface

PROPOSED PRODUCING FORMATION: GRRV

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

Plat R649-2-3. Unit:
Bond: Federal[] State[Œ-Fee[]

(Number O ¶76 ) 4g
R649-3-2. General.

Potash (Y/N)
Oil shale (Y/N)

___

R649-3-3. Exception.
Water permit

(Number //tyAT£ W£LL )
___

Drilling Unit.
RDCC Review (Y/N) Board Cause no:

(Date: ) Date:

COMMENTS:



O O
STATE OF UTAH

Operator: EQUITABLE RESOURCES Well Name: BALCRON MON. BTATE 2

Project ID: 43-047-32613 Location: SEC. 02 - TO98 - R17E

Design Parameters: Design Factors:
Mud weight ( 8.80 ppg) : 0.457 psi/ft Collapse : 1.125

Shut in surface pressure : 2318 psi Burst : 1.00

Internal gradient (burst) : 0.057 psi/ft 8 Round : 1.80 (J)
Annular gradient (burst) : 0.000 psi/ft Buttress : 1.60 (J)

Tensile load is determined using buoyed weight other : 1.50 (J)

Service rating is IISweetil Body Yield : 1.50 (B)

Length Size Weight Grade Joint Depth Drift Cost
(feet) (in.) (lb|ft) (feet) (in.)

1 5,800 5.500 15.50 K-55 ST&C 5,800 4.825

Collapse Burst Min Int Yield Tension
Load Strgth S.F. Load Strgth S.F. Load Strgth S.F.

(psi) (psi) (psi) (psi) (kips) (kips)

1 2651 4040 1.524 2651 4810 1.81 77.80 222 2.85 J

Prepared by : FRM, Salt Lake City, UT
Date : 12-19-1994
Remarks :

Minimum segment length for the 5,800 foot well is 1,000 feet.
SICP is based on the ideal gas law, a gas gravity of 0.69, and a mean gas

temperature of 103°F (Surface 74°F
, BHT 132°F & temp. gradient 1.000°/100 ft.)

The mud gradient and bottom hole pressures (for burst) are 0.457 psi/ft and

2,651 psi, respectively.

NOTE: The design factors used in this casing string design are as shown above. As a general guide-

line, Lone Star Steel recommends using minimum design factors of 1.125 - Collapse (with

evacuated casing), 1.0 - Burst, 1.8 - 8 Round Tension, 1.6 - Buttress Tension, and 1.5 - Body

Yield. Collapse strength under axial tension was calculated based on the Westcott, Dunlop and

Kemier curve. Engineering responsibility for use of this design will be that of the purchaser.
Costs for this design are based on a 1987 pricing model. (Version 1.06)



32- EQUITABLE RESOURCES ENERGY
12 2° ' BnLCRON OILDIVISION :

BALCRON MONUMENT STATE:
13- ,

«23-2 MONUMEN ~ BUTTE DUCHESNE. COli)NTY
..... ....

............. ...
34. .....El.GHTh]LE.ELAIlJllblTAH.COUNT-Y-----

SEC. 2, T 9S, R17E NO SPACINÒ

EQUITABLE RESOURCES ENERGY !
BALCRON CIL DIVISION : ;
BALCRON IVONUMENTSTATE :
EIGHTMILE LAT UINTAMCOUNTY i
SEC. 19 &_.2.( ,..T.9.S..R185..MO.SPACIblG...

. 31-19Y + ·

. . i . 12-20Y2-19Y y :
0 .

I a e



DRILLING LOCATION ASSESSMENT

State o£ Utah
Division o£ Oil, Gas and Nining

OPERATOR: EOUITABLE RESOURCES ENERGY CO.
NAHE: BALCRON HONUMENT STATE 23-2
SECTION: 2 TWP: 98 RNG: 17E LOC: 1980' PSL 1980' PWL
OTR/OTR NE/SW COUNTY: UINTAH FIELD: UNDESIGNATED
SURFACE OWNER: STATE OF UTAH
SURPACE AGREEMENT:AS PER STATE LANDS
SPACING: 1980 F SECTION LINE 640 F OTR/GTR LINE

STANDARD STATE SPACING R 649-3-2

INSPECTOR: DAVID W. HACKFORD DATE AND TINE: 12/13/94 12:15 PM

PARTICIPANTS: DAVID HACKFORD (DOOH), DENNIS INGRAH (DOGNI DANNY
FARNSWORTH (EOUITABLE)

REGIONAL SETTING/TOPOGRAPHY: SITE IS ON A FLAT WITH A DRY
WATERCOURSE RUNNING WEST TO EAST 600' SOUTH OP PROPOSED LOCATION.

LAND USE:

CURRENT SURPACE USE: LIVESTOCK GRA2ING WITH SOME WILDLIFE USE IN
THE AREA.

PROPOSED SURFACE DISTURBANCE: LOCATION 225' H 275' WITH 3OO'
ACCESS ROAD.

AFFECTED PLOODPLAINS AND/OR WETLANDS: AREA IS NOT A FLOODPLAIN
BUT COULD SEE RUNOPF DURING OR APTER RAIN STORMS.

PLORA/PAUNA: SALTBRUSH, GREASEWOOD, NATIVE GRASSES, PRICKLY PEAR:
ANTELOPE, COYOTES, RABBITS, SMALL BIRDS, RAPTORS, REPTILES, DEER.

ENVIRONHENTAL PARAMETERS

SURFACE GEOLOGY
SOIL TYPE AND CHARACTERISTICS: LIGHT REDDISH BROWN SANDY

CLAY.

SURFACE FORMATION & CHARACTERISTICS: UINTA FORMATION/ SOUTH
PLANK OF UINTA MOUNTAINS.

EROSION/SEDIMENTATION/STABILITY: VERY LITTLE EROSION.
SEDIHENTATION AND STABILITY SHOULD NOT BE A PROBLEH.

PALEONTOLOGICAL POTENTIAL:



SUBSURPACE GEOLOGY

OBJECTIVES/DEPTHS: GREEN RIVER FORMATION, B1 AND B2 SANDS.
5800' TD

ABNORMAL PRESSURES-HIGH AND LOW: NONE EXPECTED.

CULTURAL RESOURCES/ARCHAEOLOGY: NO INTEREST IN AREA.

CONSTRUCTION MATERIALS: CUT AND FILL AS NECESSARY.

SITE RECLAMATION: AS REOUIRED BY STATE LANDS.

RESERVE PIT

CHARACTERISTICS: 100' X 75' AND 8* DEEP.

LINING: A PLASTIC LINER WILL NOT BE NECESSARY.

HUD PROGRAM: AIR MIST AND AERATED WATER. HUD WEIGHT KEPT AS
LIGHT AS POSSIBLE.

DRILLING WATER SUPPLY: JOE SHIELDS #47-1674

OTHER OBSERVATIONS

STIPULATIONS FOR APD APPROVAL RESERVE PIT PLACED ON EAST SIDE OF
LOCATION. .

ATTACHMENTS
PHOTOGRAPHS WILL BE PLACED ON FILE.

COMMENTS:
GROUND OPEN BUT SNOW FLURRY OCCURRED DURING ONSITES. PRESITE WAS
REOUESTED BY BOBBIE SCHUHAN (COORDINATOR OP OPERATIONS,
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O State of Utah

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING
355 West North Temple

Michael O. Leavitt
Governor 3 Triad Center, Suite 350

Ted Stewart Salt Lake City, Utah 84180-1203

Executive Director 801-538-5340

James W. Carter 801-359-3940 (Fax)

Division Director 801-538-5319 (TDD)

December 19, 1994

Equitable Resources Energy Company
P. O. Box 21017
Billings, Montana 59104

Re: Balcron Monument State #23-2 Well, 1980' FSL, 1980' FWL, NE SW, Sec. 2, T. 9
S., R. 17 E., Uintah County, Utah

Gentlemen:

Pursuant to Utah Admin. R. 649-3-2, Location and Siting of Wells and Utah
Admin. R. 649-3-4, Permitting of Wells to be Drilled, Deepened or Plugged-Back,
approval to drill the referenced well is hereby granted.

In addition, the following specific actions are necessary to fully comply with this
approval:

1. Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil
and Gas Conservation General Rules.

2. Notification to the Division within 24 hours after drilling operations
commence.

3. Submittal of Entity Action Form, Form 6, within five working days following
commencement of drilling operations and whenever a change in operations
or interests necessitates an entity status change.

4. Submittal of the Report of Water Encountered During Drilling, Form 7.

5. Prompt notification prior to commencing operations, if necessary, to plug
and abandon the well. Notify Frank R. Matthews, Petroleum Engineer,
(Office) (801)538-5340, (Home) (801)476-8613, or K. Michael Hebertson,
Reclamation Specialist, (Home) (801)269-9212.

6. Compliance with the requirements of Utah Admin. R. 649-3-20, Gas Flaring
or Venting, if the well is completed for



O O
Page 2
Equitable Resources Energy Company
Balcron Monument State #23-2 Well
December 19, 1994

This approval shall expire one year after date of issuance unless substantial and
continuous operation is underway or a request for an extension is made prior to the
approval expiration date. The API number assigned to this well is 43-047-32613.

Si cerely,

.i. Arth
Associate Director

lde
Enclosures
cc: Uintah County Assessor

Bureau of Land Management, Vernal District Office
WOIl



BALCRON OIL

Monument State #23-2

NE SW Section 2 , T9S, R17E, SLB&M

Uintah County, Utah

PALEONTOLOGY REPORT

WELLPAD LOCATION AND ACCESS ROAD

CONRDENTAL

BY

ALDENH. HAMBLIN
PALEONTOLOGIST
235 EAST MAIN

VERNAL,UTAH84078

December 28,



RESULTSOF PALEONTOLOGYSURVEY AT BALCRONMONUMENTSTATE #23-2, NE SWSection
2, T9S, R17E, SLB&M, UINTAH COUNTY, UTAH.

Description of Geology and Topography-

This well location is 9 miles south and 4.5 miles east of Myton, Utah. The
road is 500 feet long and it and the wellpad are on a fairly flat bench with a
slight slope to the south. The surface sediments are composed of sand and
small rock fragments. No rock outcrops were noted during the survey.

All rock outcrops in the general area are of the Upper Eocene Uinta Formation,
known for its fossil vertebrate fauna of mammals, turtles, crocodilians, and
occasional fish remains and plant impressions.

Paleontological material found -

No fossils were found during the survey.

Recommendations-

No recommendations are made for this access road or wellpad.



Proposed ocanon
.BAZ£RGÆAUAVAPART·

Eç-817 Risor/RCESca
BALCRON MONUMENT STATE /23-2 O J Í€

SECTION 2, TOS, R17E S. L.R &M zand survegny. Inc.

TOPO "B" 1 (sor) zer--2sor
SCALE 1" -

2000, 38 WEST100 NORTHVERNAL,UTAH



ABSTRACT

An intensive cultural resource evaluation has been conducted for Balcron Oil Company
of nine proposed well locations and access routes (Balcron Federal wells #12-20Y, 31-19Y, 32-
19Y, 42-19Y; Balcron Monument State wells #13-2, #12-2, #22-2, #34-2 and #23-2). These
evaluated locations are situated on Utah State and federally administered lands located in the
Pariette Bench locality of Duchesne and Uintah Counties, Utah. This evaluationinvolved a total
of 99.23 acres, of which 75 acres are associated with the well pads and an additional 24.23 acres
are associated with seven accessroad rights-of-way. These evaluationswere conducted by F.R.
Hauck and Glade Hadden of AERC on December 6 and 12, 1994.

No previouslyrecorded significantor National Register eligible cultural resourceswill
be adversely affectedby the proposed developments.

No newly identified cultural resource activity loci of either historic or prehistoric origin
were discoveredand recorded during the examinations.

Several isolated, non-diagnostic artifacts were noted during the investigations.

AERC recommends project clearance based on adherence to the stipulations noted in the
final section of this report.
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GENERALINFORMATION

On December 6 and 12, 1994, AERC archaeologists F.R. Hauck and Glade Hadden
conducted an intensive cultural resource evaluation for Balcron Oil Company of Billings
Montana. This examinationinvolved nine proposed well locations(Balcron Federal Units 12-
20Y, 31-19Y, 32-19Y and 42-19Y; Balcron Monument State Units 13-2, 12-2, 22-2, 34-2 and
23-2)and associatedaccessroads. The project area is in the, Castle Peak Draw and Eight Mile
Flat locality south eastof Myton,Utah (see Map 1). A total of 99.23 acres was examined which
include55.75 acres associated with the Federal well pads and access routes situatedon federal
lands administered by the Vernal District of the Bureau of Land Management, Diamond
Mountain Resource Area, Vernal, Utah. An additiona143.48 acres are associated with the State
well pads and access routes situated in a State Section administered by the Utah Division of State
Lands and Forestry.

The purpose of the field study and this report is to identify and document cultural site
presence and assess National Register potential significance relative to established criteria (cf.,
Title 36 CFR 60.6). The proposed development of these well locations and associated access
routes requires an archaeological evaluation in compliance with U.C.A. 9-8-404, the Federal
Antiquities Act of 1906, the Reservoir Salvage Act of 1960-as amended by P.L. 93-291,Section
106 of the National Historic Preservation Act of 1966-as amended, the National Environmental
Policy Act of 1969, the Federal Land Policy and Management Act of 1979, the Archaeological
Resources Protection Act of 1979, the Native American Religious Freedom Act of 1978, the
Historic Preservation Act of 1980, and Executive Order 11593.

In addition to documenting cultural identity and significance,mitigation recommendations
relative to the preservation of culturaldata and materials can be directed to the Bureau of Land
Management, Vernal District Officeand to the State Antiquities Section.

Project Location

The project location is in the Castle Peak Draw locality of Duchesne and UintahCounties,
Utah, and the Eight Mile Flat locality of Uintah County. All of the evaluatedwells and access
routes are situated on the Pariette Draw SW 7.5 minute topographic quad (see Maps).

Balcron Federal #12-20Y is situated in the SW quarter of the NW quarter of Section 20,
Township 9 South, Range 18 East SLBM, togetherwith ca. 0.4 miles of access route (seeMap
2).

Balcron Federal #31-19Y is situatedin the NW quarter of the NE quarter of Section 19,
Township 9 South, Range 18 East SLBM, togetherwith ca. 0.3 milesof access route (seeMap
2).

Balcron Federal #32-19Y is situated in the SW quarter of the NE quarter of Section 19,
Township 9 South, Range 18 East SLBM, together with ca. 0.3 miles of access route (see Map
2).
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MAP2: CULTURAL RESOURCE SURVEY A
OF BALCRONUNITS12-20Y, 31-19Y, SCALE: 1:24,000
32-19Y. &42-19Y INTHE EIGHT MILE QUAD: Pariette orawsw,utanFLAT LOCALITY OF UINTAHCOUNTY, NUTAH DATE: 12 -so -94

xisting

12 Y

30

LEGEND:
T. 9 South Well Location

R. 18 East Ten Acre survey

UTAH Merldlan: Salt Lake B & M Access Route



PROJECT: BLCR-94 -10

MAP 3: CULTURALRESOURCE SURVEY
OF BALCRONUNITS 12-2, 13-2, 22-2, SCALE: 1: 24,000

23-2, & 34-2 INTHE CASTLEPEAK QUAD Pariette orawsw,utanDRAWLOCALITY OF DUCHESNEAND NUINTAHCOUNTIES,UTAH DATE: 12 -30 -94

LEGEND:
T. 9 south Well Location

R. 17 East Survey Plot

UTAH Meridian: Salt Lake B & M Access



Balcron Federal #42-19Y is situated in the SE quarter of the NE quarter of Section 19,
Township 9 South, Range 18 East SLBM, togetherwith ca. 0.3 miles of access route (see Map
2).

Balcron Monument State Unit # 13-2 is situated in the NW quarter of the SW quarter of
Section 2, Township 9 South, Range 17 East SLBM (see Map 3).

Balcron Monument State Unit # 12-2 is situated in the SW quarter of the NW quarter of
Section 2, Township 9 South, Range 17 East SLBM, togetherwith .1 miles of accessroute (see
Map 3).

Baleron Monument State Unit # 22-2 is situatedin the SE quarter of the NW quarter of
Section 2, Township 9 South, Range 17 East SLBM, togetherwith .3 miles of access route (see
Map 3).

Balcron Monument State Unit # 34-2 is situatedin the SW quarter of the SE quarter of
Section2, Township9 South, Range 17East SLBM, togetherwith .3 milesof access route (see
Map 3).

Balcron Monument State Unit # 23-2 is situatedin the NE quarter of the SW quarter of
Section 2, Township 9 South, Range 17 East SLBM (see Map 3).

Environmental Description

The project area is within the 5000 to 5200 foot elevation zone above sea level. Open
rangeland terrain and eroded Eocene lakebed surfacesare associated with theproject localities.

The vegetation in the project area includes Chrysothamnus spp. Artemisia spp.,
Sarcobatus vermiculatus, Ephedra viridis, Cercocarpus spp. Atriplex canescens,and a variety of grasses.

The geological associations within the project area consistof fluvial lake deposits which
correlatewith the Uinta Formation which is of Tertiary age.

PREVIOUSRESEARCHIN THELOCALITY
File Search

A records search of the site files and maps at the Antiquities Section of the State Historic
Preservation Office in Salt Lake City was conducted on December 19, 1994. A similar search
was conducted in the Vernal District Office of the BLM on December 12, 1994. The National
Register of Historic Places has been consulted and no registered historic or prehistoric properties
will be affected by the proposed developments.



A variety of known cultural sites are situated in the Monument Buttes / Castle PeakDrawl Eight Mile Flat/ Pariette Draw localities. Many of these prehistoric resources wereidentified and recorded by AERC during the Mapco River Bend survey (Hauck and Norman1980). Other sites have been located and recorded by AERC and other archaeologists andconsultants during oil and gas exploration inventories (cf. Fike and Phillips 1984, Hauck andWeder 1989).

Prehistory and History of the Cultural Region

Currently available information indicates that the Northern Colorado Plateau Cultural
Region has been occupiedby a variety of culturesbeginningperhaps as early as 10,000 B.C.
These cultures, as identified by their material remains, demonstratea cultural developmental
process that beginswith the earliest identifiedPaleoindian peoples(10,000 - 7,000 B.C.) and
extends through the Archaic (ca. 7,000 B.C. -- A.D. 300), and Formative (ca. A.D. 400 -

1100)Stages,and theLate Prehistoric-Protohistoric periods (ca. A.D. 1200 -- 1850) to concludein the Historic-Modern period which was initiated with the incursion of the Euro-American
trappers, explorers, and settlers. Basically, each cultural stage -- with the exceptionof the Late
Prehistoric hunting and gathering Shoshonean bands -- features a more complex life-way and
social order than occurred during the earlier stage of development (Hauck 1991:53). For amore comprehensive treatmentof the prehistory and history of this region see Archaeological
Evaluations in the Northern Colorado Plateau CulturalArea (Hauck 1991).

Site Potential in the Pro.iect Development Zone

Previous archaeologicalevaluations in the general project area have resulted in the
identificationand recording of a varietyof culturalresource siteshaving eligibilityfor potential
nomination to theNational Register of Historic Places (NRHP). The majority of thesesitesarelithicscatterscontainingcobble reduction materials. Many of thesequarry sitesare of the "Tap
and Test" variety, and extend for tens or hundreds of meters. Open occupationsare also
frequently being identified in this locality. Sites associated with the open rangeland generally
appear to havebeen occupiedduring the Middle Plains Archaic Stage with occasional indications
of Paleoindian activity based on the recovery of isolated Plano style projectile points. The north-
south drainage canyons appear to contain the majority of Late Prehistoric (Numa) sites probablybecause those canyon floors were transportationcorridors and convenient pastures for the Ute
horse herds. Evidence of Formative Stage occupation, i.e., Fremont, is rarely observed in the
rangeland environment but is common within the Green River and White River canyons and their
primary tributarycanyons.

Site densityin certainportions of the region appears to range from one to four sites per
section. These densities increase in the canyon bottoms due to Ute rock art loci. Recent
evaluationsindicate that the site densitiesmay reach 8 to 12sitesper sectionin certainlocalities
on the upper bencheswhich were apparently favored for hunting, lithic resource procurement,
and camping. Prehistoric sites on the rangeland benches appear to be associated with water
courses and aeolian deposits.
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FIELD EVALUATIONS

Methodology

Intensive evaluationsconsisted of the archaeologists walking a series of 10 to 20 meter-
wide transects across a 10 acre area associated with each tenacre well pad area on Federal lands,and with a seven acre well pad buffer zone on State lands. Access routes are evaluatedby thearchaeologistswalking a pair of 10 to 15 meter-wide transects on either side of the flagged accessroute rights of way. Thus, a 30 meter-wide or 100 foot-wide corridor (ca. 24.23 acres) wasexamined for the various proposed access roads, in addition to the 75 acres inventoriedon the
well pads.

Observation of cultural materials results in intensiveexaminations to determine thenatureof the resource (isolateor activity locus). The analysis of each specific cultural site results inits subsequentlybeing sketched, photographed, and appropriately recorded on standard IMACSforms. Cultural sitesare then evaluated for significance utilizing the standards describedbelowand mitigation recommendations are considered as a means of preserving significantresourceswhich may be situatedwithin the development zone.

Site Significance ('riteria

Prehistoric and historic cultural sites which can be considered as eligible for nominationto the National Register of Historic Places have been outlined as follows in the National
Register's Criteria for Evaluation as established in Title 36 CFR 60.6:

The qualityof sign¢cance in American ... archaeology ... and culture is
present in ... sites ... that possess integrity of location,design,setting, materials,
workmanship,feeling,and association and:
a. That are associated with eventsthat havemade a sigmyicant contribution to the
broad patterns of our history; or
b. that are associated with the livesof persons signgcant in our past; or
c. that embody the distinctive characteristics of a type, period, or method of
construction ... ; or
d. that haveyielded, or maybe likely to yield, information important inprehistory
or history.

In addition to satisfying one or more of these general conditions, a significant cultural
resource site in Utah will generally be considered as being eligible for inclusion in the National
Register if it should advance our current state of knowledge relating to chronology, cultural
relationships,origins, and cultural life ways of prehistoric or historic groups in the area.

In a final review of any site's cultural significance,the site must possess integrity and at
least one of the above criteria to be considered eligible for nomination to the National Record
of Historic Places.



Results of the Inventory

No prehistoric or historic cultural resource activity loci were observed and recordedduring the archaeologicalevaluations.

No previously identified and recorded significant or National Register sites were noted
or recorded during the survey.

No diagnostic isolated artifacts were observed and recorded during the evaluation. Two
non-diagnostic toolswere noted in the area of Monument State well 23-2 and one on the accessroute into Monument State well 34-2. These tools wereall simple choppers constructedby
bifaciallyremoving several flakes from one end of a hand-sizedcobble. In all threecases, thetoolswere foundnear the break of hills at the emergenceof drainages. The occurrence of thesetools fits a previously noted pattern, and may be related to the ambush huntingand subsequent
butcheringof large game animals, possibly during the Archaic period. A detailed evaluationofthe locality failed to yield any identifiable features or cultural contexts that would demonstrate
the presence of an archaeological locus.

CONCLUSIONANDRECOMMENDATIONS

No known significant cultural resources will be adversely impacted during the
development and operation of the Balcron Well Units as evaluated during this AERC project.

AERC recommends that a cultural resource clearance be granted to Balcron Oil Company
relative to the development of theseproposed drilling locations and the associated accessroutes
based upon adherenceto the following stipulations:

1. all vehicular traffic, personnel movement, construction and restoration operations
should be confined to the flagged areas and corridors examined as referenced in this
report, and to the existing roadways;

2. all personnel should refrain from collecting artifacts and from disturbing any
significant cultural resources in the area; and

3. the authorized official should be consulted should cultural remains from subsurface
deposits be exposed during construction work or if the need arises to relocate or
otherwise alter the location of the exploration area.

F. Richard Hauck, Ph.D.
President and Principal Investigator
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United States De artment of the Interior

BUREAU OF LAND MANAGEMENT
s Vernal District Office

IN REPLYREFER TO170South500East
Vernal, Utah 84078-2799 2800

UTU-71294
(U-082)

Tammy Searing
Division of Oil, Gas and Mining 3109I 3 1995 ANI 8355 West North Temple
Three Triad Center, Suite 350
Salt Lake City, Utah 84180-1203

O GAS & M o
Dear Ms. Searing:

This is in reference to State mineral lease 45555, located in T. 9 S.,
R. 17 E., Section 2. Equitable Resources Energy Company has secured a Federal
right-of-way from our office for access to wells #12-2, #13-2, #22-2 and
#23-2. We have enclosed a copy of the right-of-way document for your
information and files.

We request that you notify our office of any future changes in the status of
these wells so that our records can be updated and the right-of-way terminated
if necessary. Please reference our right-of-way serial number UTU-71294 in
any future correspondence concerning these wells. Should you have any
questions concerning this matter, please contact Cindy McKee of our office at
(801) 781-4434. We thank you for your cooperation.

erely,

Ron Trog ad
Area Manager
Diamond Mountain Resource Area

Enclosure:
As
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FORM 2800-14 Issuing Office
(August 1985) Vernal District

Diamond Mountain Resource Area

UNITED STATES
DEPARTMENT OF THE INTERIOR
BUREAU OF LAND MANAGEMENT

RIGHT-OF-WAY GRANT

SERIAL NUMBER UTU-71294

1. A right-of-way is hereby granted pursuant to Title V of the Federal
Land Policy and Management Act of 1976 (90 Stat. 2776; 43 U.S.C.
1761).

2. Nature of Interest:

a. By this instrument, the holder:

Equitable Resources Energy Company
Box 21017
Billings, Montana 59104

receives a right to construct, operate, maintain, and terminate
an existing road to access state wells, Oil & Gas Mineral Lease
ML-45555, on public lands described as follows:

T. 9 S., R. 17 E., SLB&M
Sec. 3, SE¼NE¼.

b. The right-of-way area granted herein is 30 feet wide, 1,580 feet
long and contains 1.09 acres, more or less.

c. This instrument shall terminate December 31, 2025, unless, prior
thereto, it is relinquished, abandoned, terminated, or modified
pursuant to the terms and conditions of this instrument or of any
applicable Federal law or regulation.

d. This instrument may be renewed. If renewed, the right-of-way
shall be subject to the regulations existing at the time of
renewal and any other terms and conditions that the authorized
officer deems necessary to protect the public interest.

e. Notwithstanding the expiration of this instrument or any renewal
thereof, early relinquishment, abandonment, or termination, the
provisions of this instrument, to the extent applicable, shall
continue in effect and shall be binding on the holder, its
successors, or assigns, until they have fully satisfied the
obligations and/or liabilities accruing herein before or on
account of the expiration, or prior termination, of the



3. Rental:

For and in consideration of the rights granted, the holder agrees to
pay the Bureau of Land Management fair market value rental as
determined by the authorized officer unless specifically exempted from
such payment by regulation. Provided, however, that the rental may be
adjusted by the authorized officer, whenever necessary, to reflect
changes in the fair market rental value as determined by the
application of sound business management principles, and so far as
practicable and feasible, in accordance with comparable commercial
practices. Rental payments, if applicable, should be mailed to the
following address:

Bureau of Land Management
Vernal District Office
170 South 500 East
Vernal, Utah 84078

4. Terms and Conditions:

a. This grant is issued subject to the holder's compliance with all
applicable regulations contained in Title 43 Code of Federal
Regulations part 2800.

b. Upon grant termination by the authorized officer, all
improvements shall be removed from the public lands within 90
days, or otherwise disposed of as provided in paragraph (4)(c) or
as directed by the authorized officer.

c. The stipulations, plans, maps, or designs set forth in Exhibit
"A", dated January 6, 1995, attached hereto, are incorporated
into and made a part of this grant instrument as fully and
effectively as if they were set forth herein in their entirety.

d. Failure of the holder to comply with applicable law or any
provision of this right-of-way grant shall constitute grounds for
suspension or termination thereof.

e. The holder shall perform all operations in a good and workmanlike
manner so as to ensure protection of the environment and the
health and safety of the public.

f. The holder shall construct, operate, and maintain the facilities,
improvements, and structures within this right-of-way in strict
conformity with the application submitted on December 16, 1994.
Any relocation, additional construction, or use that is not in
accord with the approved plan of development shall not be
initiated without the prior written approval of the authorized
officer. Nancompliance with the above will be grounds for an
immediate temporary suspension of activities if it constitutes a
threat to public health and safety or the
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IN WITNESS WHEREOF, The undersigned agrees to the terms and conditions of
t ht f-way grant.

(Signature of Holder) (Sign ur'e of Authorized
/ Officer)

Area Manager,
Regulatory and Environmental Specialist Diamond Mountain Resource Area

(Title) (Title)

January 9, 1995
~//- Ý

(Date) (Effective Date of
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STATE OF UTAH
DIVISION OF OIL, GAS AND MINING

CENENTING OPERATIONS

WELL NAME: BALCRON HONUMENT STATE #23-2 API NO: 43-047-32613

OTR/OTR: NE/SW SECTION: 2 TOWNSHIP: 95 RANGE: 17E

COMPANY NAME: EOUITABLE RESOURCES COMPANY NAN: AL PLUNKETT

INSPECTOR: DAVID W. HACKFORD DATE: 2/25/95

CASING INFORMATION: SURFACE CASING: YES

SI2E: 8 5/8 GRADE: 155 24 LB. HOLE SI2E: 12 1/4 DEPTH: 282'

PIPE CENTRALI2ED: YES: 3 ON STRING

CEMENTING COMPANY: WESTERN

CENENTING STAGES: ONE

SLURRY INFORMATION:

1.CLASS: G ADDITIVES: 2% CACL. 1/4 LB PER SACK CELLO

SEAL

LEAD : 17O SACKS TAIL:

2.SLURRY WEIGHT LBS, PER GALLON:

LEAD: 15.8 TAIL:

3.WATER (GAL/SX)

LEAD: 4.9 TAIL:

CEMENT TO SURFACE: YES LOST RETURNS: NO

1 INCH INFORMATION: WEIGHT: NA CEMENT TO SURFACE:

FEET: SX: CLASS: CACL%: RETURNS:

ADDITIONAL COMMENTS: JOB WENT WELL: NO PROBLEMS.
SURPACE DRILLED WITH AIR AND FOAN WITH UNION RIG #17. PLUG

BUMPED AT 5:45





5 i ATE 0i U r^11 R¡uitable Resources Bergy Ccmpatiy
DIVIS10ti Of Ult, GAS AND MINING 00EftAf0n FelCTOt1¾ DivisiCE1 OPEftÁf0ftACCT. NO.

ENTITY ACTIOH FORH - roes 6 Aoosess 1601 Touris Avenue
Billingp, ME 591C2

(406) 259-7860
ACTION CUltBENT NEW IL, UAU R MININ L NAHE • Wat I OCATinE SPuo EFFECTIVECOQi ENTITY NO. ENTITY NO. QQ SC TP RG COUNTY

, DATE DRE

A O 43- 7-32613 Faleran Rxumat State #23-2 NE SW 2 9S 17E Uintah 2-25-95 5-25-95
WELL i COMMENTS:

Spud of a œur æll.

O WELL 2 COMHEMIS:

WELL3 COHHËHT$:

WELL 4 COMMEllIS:

WELL5 C0HMENTS:

ACTIOttCODES(See instructions on back of form)
A -- Establish new entÏly for new well (single Well only) , ,

D - Add new well to existing entity (group ör unit well) $1gnature
0 -

\< m e g i aan hern tyting entity

E - 0(lief (explain in convnents sect on) . Title
.

Date

NOTE: Use CONHErli section to explain why each Action Code was selected. DitE: 2-27-95 Phone No. (406 59-7860



FonM of* S ^ OF UTAH

DIVISION O , GAS AND MINING n i

5
>nationand Serial Number:

4.A dian, Allottee or Tilbe Name:SUNDRY NOTICES AND REPORTS 04 W Wa
Do not use this form for proposals to drill new wells, deepen existing wells, or to reenter plu it Agreement Name:

Use APPUCATION FOR PERMIT TO DRILLOR DEEPEN formfor such proposals. " - 8
8. WellName and Number:1. Type af Well: OIL GAS O OTHER:
Palerati MXuœnt State #23-2

2. Name of Operator: G. API Well Number:

Fquitable Resources Ibergy Canpany, Palecan 011 Division 43-0'+7-32613
3. Address and Telephone Number: 10. Field and Pool, or Wildcat:

1601 I.ewis Avenue, Eillingp, Mr 59102 (406) 259-7860 Utriesignated/Green River
4. Location of Well

Footages: igt g ggi g County: Uind
a . s••·.T-.R.M.: NE SWSFetion 2, T9S R17E state: Utah

"· CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
NOTICE OF INTENT SUBSEQUENT REPORT

(Submit in Duplicate) (Submit Original Form Only)

O Abandon O New Construction O Abandon O New Construction
O Repair casing O Pull or Alter casing O Repair casing O Pull or After Casing
O Change of Plans O Recompleto O Change of Plans O Reperforate
O convertto injection O Reperforat• O Convert to Injection O Vent or Flare
O Fracture Treat or Acidize O Vent or Flare O Fracture Treat or Acidize O Water Shut-Off

O Multiplecompletion O Water Shut-Off Other Remrl of Spil of Wll.
O other

Date of work completion 2-25-95
Approximate date work will start Report results of Multiple Completions and Rooompletione to different reservoirson WELL

COMPLETlON OR RECOMPLETIONREPORT ANDLOGform.
* Must be accompanied by a cement verificationrepost,

12. DESCRIBEPROPOSED OR COMPLETED OPEAATloNS (Clearty state all pertinent details, and give pertinent dates. 11well is directionally drilled, give subsurface locations and measured and true
vertical depths for all markers and zones pertinent to this work.)

'Uris mL1 was sptd an 2-25-95 at 10:30 a.m.

m. a sinnatur.: Bobbie Schimn, viti, tal Specialist Dat.: 2-27-95

(This speos for State use only)

(4\94) (See Instructions on Reverse



FORM e OF UTAH
DIVISION O , GAS AND MINING

5. Lease Designation and Serial Numbet:

45555
SUNDRY NOT1CES AND REPORTS ON

an,AllotteeofTriboName:

Donot use this formfor proposals to drill new wells, deepen existiÛÛËAfËug a
7. Unit Agreement Name:

Use APPUCATlON FOR PERMIT TO DAILLOR DEEPEN form for such proposals.

Å M$ g gi,¢Ÿ Q G. Well Name and Number:1. Type of Woll: OIL GAS OTHER
Balcron Monument State #23-2

2. Name of Operator: 9. API Well Number:

Fquitable Resources Rergy Cœpany, Palccan Oil Divisian 43-047-32613
3. Address and Telephone Number: 10. Fleid and Pool, or Wildcat:

1601 lewis Avenue, BilEnes, ME 59102 (406) 259-7860 Undesiernted/Green Rivec
4. Locationof Well

Footages: i gg g ggi . g County: n
oo. s•c..T..n..u.: Œ SWSectian 2, 39S, R17E "'"'•= Utah

11 CHECK APPROPRIATE BOXES TO INDICATENATUREOF NOTICE, REPORT, OR OTHER DATA
NOTICE OF INTENT SUBSEQUENT REPORT

(Subenit in Duplicate) (Submit Original Form Only)

O Abandon O New construction O Abandon O New Construction
O Repair Casing Pull or Alter Casing O Repair casing O Pull or Aftercasing
O Change of Plans O Recomplete O Change of Plans O Reperforate
O convertto injection O Reperforate O convertto injection O Vent or Flare
O Fracture Treat or Acidize O Vent or Flare O Fracture Treat or Acidize O Water Shut-Off

O Multiplecompletion O Water Shut-Off Other Plug b ick Ell.
Other Plug back ell,

Date of work completion 3-5-95
Approximate date work will start Report results of Multiple Completions and Recompletione to different reservoirson WELL

COMPLETlONOR RECOMPLETIONREPORTANDLOGform.
* Must be accompanled by a coment verificationreport.

12. DESCRIBEPROPOSEDOR COMPLETEDOPERATioNS(Clearty state all pettinent details, and give pertinent dates, 11well is directionally dr111ed,give subsurface locations and measured and true
vertical depths for all markets and zones pertinent to this work.)

Get plugging order fran Frank Ittthm, State of Utah, Œl, Gas &Mining, for bottan of hole. Run _in hole atd
set thœe bottan hole p1tigs as follows:
Plug #1 5mO' - 5500' 52 sacks ont
Plug #2 5101' - 5001' 52 sacks ont
Plug #3 3888' - 3788' 60 sacks ont
100%excess ao ceœnt & all calent Class "G" w/1/4#/sK Ce11o-seal &1#/sK Hi-seal 2.
Dwe Hackford, State of Utah representative an locatian at tire of plugging.

m. a sinnatur.: Fobbie Sclumn, / n vom mi.: EhVtrœtal Specialist oat.: 3-6-95

(This speoe for State use only)

(4\B4) (See instructions on Aeverse
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STATE OF UTAH

DIVISION OF OIL, GAS AND HINING
RECORD OF ABANDONNENT OPERATIONS

COMPANY NAME: EOUITABLE RESOURCES ENERGY COMPANY

WELL MANE: BALCRON MONUMENT STATE #23-2

OTR/OTR: NE/SW SECTION: 2 TOWNSHIP: Os RANGE: 17E

COUNTY: UINTAH API NO: 43-047-32613

INSPECTOR: DAVID HACKFORD TIME: 1O:3O PH DATE: 3/5/95

SURFACE CASING SHOE DEPTH 266' CASING PULLED YES NO X

\
CASING PULLED: SI2E NA CUT DEPTH FT/CSG RECOVERED

CASIHS TESTED YES NO X TESTED TO: PSI TIME: MIN:

CEMEHTING COMPANY: WESTERN

CEMENTING OPERATIONS: P&A WELL: X

PLUS 1. SET: FROM 5598 FT. TO SSOO FT. TAGGED YES NO X

SLURRY: $2 SACKS CLASS G 15.8 LB. PER GAL. YIELD 1,16.

PLUG 2. SET FROM 5101 PT. TO SOOO FT. TAGGED YES
__

NO X

SLURRY: 52 SACKS CLASS G 15.8 LB. PER GAL. YIELD 1.16

PLUS 3. SET FROH 3888 FT. TO 3775 FT. TAGGED YES NO X

SLURRY: 6O SACKS CLASS G 15.8 LB. PER GAL. YIELD 1.16

PLUS 4. SET FROH FT. TO FT. TAGGED YES NO

SLURRY:

SURFACE PLUG: FROM FT. TO FT.

ALL ANNULUS CEMENTED TO SURFACE: YES X NO

PLUGGING FLUID TYPË: KCL WATER IN OPEN HOLE BETWEEN PLUSS.

PERFORATIONS: FROM NONE FT. TO FT.
FROM FT. TO FT.

# 1 CISP SET: NONE

# 2 CISP SET:

ABANDONMENT MARKER: PLAÝE: PIPE: CORRECT INPORMATION:

COMMENTS: ALL CEMENT PLUSS HAD ONE LB. PER SACK HIGH SEAL AND 1/4 LB. PER
SACK CELLO SEAL. 5 1/2* CASING (155 15.50 LB. PER FOOT) WAS SET TO 3500'
TO BE USED FOR A WATER





WELL REPORT
Monument Butte Field

Balcron Oil, Inc.
State 23-2 7 49 ..:724

/
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i FRANK A. RADELLA, INC.

Oil & Gas Exploration & Consulting
1601 Lewis Suite 202E

Billings, MT 59102

i
Balcron Oil, Inc.

Monument Butte State 23-2
NE SW Sec 2-T9S-R17E

Uintah County, Utah
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i Certified Petroleum Geologist
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TOS, Rí7E, S.L.Ë.&M.
Egw as RE70FReis ENERGr co.

NB9°30'20"W
- 2647.59' (Meas.) NS9°58'00"E

- 2640.00' (G.L.O.)
WELL LOCATION, BALCRON MONUMENT STATE
#23-2, LOCATED AS SHOWN IN THE NE 1/4
SW 1/4 OF SECTION 2, T9S, R17E, S.L.B.&M.
UINTAH COUNTY, UTAH.

o o

o

WELLLOCA770N:
BALCRON MONUMENT
STATE /23-2

THIS IS TO CERTIFY THAT LAT WAS
ELER UNGRADED GROUND = 5081.86' PREPARED FROM FIELD SURVEYS

MADE BY ME OR UND D THAT
THE SAME ARE TRU EST OF
MY KNOWLEDGE AN I --

-J co , « ÑO· 189377
6Q COMPARISON WELL

14 2

( 24-2
RR T1DON

o. WW"
• i STA O UTA

F TRI STATßIANDSU ULTINGSS9°57'58"W
- 2644.35' (Meas.) S69°59'00"E

- 2641.98' (Meas.) 38 EAST 100 NORTH, VERN , AH 84078
(801) 781-2501

= SECTION CORNERS LOCATED SCALE: 1" = 1000' SURVEYED BYG.S. S.S.

BASIS OF BEARINGS; G.L.O. DATED 1909 DATE: 11-14-94 WEATHER: COOL

BASIS OF ELEV; U.S.G.S. 7-1/2 min QUAD (PARIETTE DRAW SW)
NOTES: FILE #23-2
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i FRANK A. RADELLA, INC.

Oil & Gas Exploration & Consulting
1601 Lewis, Billings, MT 59102

406-245-5375

OPERATOR: BalcronOil, Inc.

WELL NAME: Monument Butte State 23-2

LOCATION: NE SW Sec 2(1980' FSL x 1980' FWL)
T9S-R17E

COUNTY: Uintah
STATE· Utah

ELEVATIONS: GL 5082', KB 5092'

SPUD DATE: 2-25-95 @ 10:30 AM

OUT FROM UNDER SURFACE CASING: 2-26-95 @ l1:30 AM

REACHED T.D.: 3-5-95 @ 2:15 AM

RIG RELEASE: 3-6-95 @ 9:45 AM

DAYS SPUD THROUGH LOGGING: 9 TO RIG RELEASE· 10

TOTAL DEFTH: 5800' Driller, 5788' Iogger
(16' Upholedepthcorrectionto match drill time)

HOLE SIZE: 12 1/4" 0-291', 7 7/8" 291-5800'

STATUS: Oil-dry hole, pipe set @3462' for possible water
source well from 2980-3030'.

PENETRATION: 306' below Carbonate Marker

GEOLOGIST: Frank A. Radella, Consulting Geologist

DRILLING ENGINEER: Al Plunkett - Consultant

LOGGING PROGRAM: Schlumberger Maxis Unit #8426, Vernal, Utah
Engineers - Mike Jardon and P. Beamer

i Azimuthal Resistivity Laterolog 265-5790'
Neutron-Density Gamma Ray Caliper 2500-5790'

i 2



i
LOST CIRCULATION OR
DRILLING PROBLEMS: Hole flowed small amount of water from

+/- 3050' to T.D.

DRILL TIME LOG: 2" = 100' 1400 - 4000'
5" = 100' 4000 - 5800'

SAMPLE DISPOSAL: Dry Cut to Utah GeologicalSurvey Sample Library
4060 South 500 West #4
Salt Lake City, Utah

MUD LOGGING EQUIPMENT: Northwest Well Logging Service

i Iarry Vodall, Ray Schmoldt - Loggers
Hot Wire and Chromatograph Instruments

CORES: None

DST's None

SURFACE CASING: Ran 6 Jts of 8 5/8" casing set @ 267' RKB w/170 sx.
See page 9 for details.

I PRODUCTION CASING: Ran 83 Jts of 5 1/2" csg set @3462'RKB wl468 sx
See page 10 for details.

PLUGS: Verbal Permission to plug, and plugging schedule

i acquired from Mr. Frank Mathews, Petroleum
Engineer with the State of Utah, Department of
Natural Resources Division of Oil, Gas and Mining.

I Permission acquired @l:45 PM on 3-5-95. Mr.
Mathews was informed that Balcron plans to set
casing to approximately 3500' for possiblewater well

I completion.
Plugs as follows:

FM INTERVAL

2nd Garden Gulch 3888-3788'
G-3 Sandstone 5101-5001'
B-1 Sandstone 5600-5500'

i
i
i
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i Balcron Oil, Inc.

Monument Butte State 23-2

i NE SW Sec 2-T9S-Rl7E
Uintah County, Utah

KB 5092'

Position of 23-2
Dual Laterolog Tops Depth Datum Compared to 14-2*

Uintah Surface
Green River 1158 (+3634) 53' Low
Horsebench Sandstone ? 2352 (+2740) 73' Low

2nd Garden Gulch 3884 (+1208) 63' Low
Y-2 Sandstone 4160 (+932) 47' Low

YellowMarker 4495 (+597) 67' Low

Douglas Creek 4659 (+433) 71' Low
R-2 Sandstone 4730 (+362) NC
R-5 Sandstone Absent - -

2nd Douglas Creek 4902 (+190) 73' Low

Green Marker 5043 (+49) 74' Low

I
G-3 Sandstone 5062 (+30) NC
G-5 Sandstone 5222 (-130) NC
Black ShaleFacies 5338 (-246) 25' Low
Carbonate Marker 5482 (-390) 59' Low
B-1 Sandstone 5513 (-421) 55' Low
B-2 Sandstone 5574 (-482) 63' Low

I
T.D. Driller 5800' *NC

- No Comparison
T.D. Logger 5780' (16' Uphole correction required to match drill time)

i ComparisonWell: BOC, Monument Butte State 14-2
SW SW Sec 2-T9S-R17E
Southwest40 acre offset to 23-2

4





i PENETRATION CHART

g BALCRON OIL STATE 23-2

i Total Days 10 Logs 2 IN ONE RUN
Total Bits 3 Rotating Hours 146 1/4

ays 5 10 15 20 25 30 35 40 45 FM Bit

1000

Egr

2000

i
I 3000

2g

i Eym

E
3

i
i 6000

i
7000

FRANKA. RADELLA,INC.
On.a GAsEmmmoNa CONSUmNG

anno
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BIT RECORD
County Field State Section Township Range location Well No.

Uintah Monument Butte Utah NE SW 2 9S 17E State 23-2

Contractor Rig No. Operator Toolpusher Drillers
Jeff White Wm Satterfield

Union Drilling 17 Baleron Oil Dave Gray Greg Ferguson Chris Chapman

Spud Under Surf. Under Intr. Set Sand St Reached TD Pump No. 1 Uner Pump No. 2 Liner Pump Power Type Mud
10:30 AM 11:30 AM 2:15 AM

7.75.94 7.494 3.4.99 Gardiner Denver FXN 5 1/2" x 14" GMC-2 343 CAT

Drill Pipe Tool Size Type O.D Drill Number O.D I.D. Length Drawworks Power

E 16.6 Joints HTC 4 1/2" X-Hole 6 1/4. Collars 20 6-6 3/4" 2 1/4-2 1/2" 640' H

No. Size Make Type 32n in Serial De Feet Hours Ft/Hr
œDI

RPM P
Pu p SPM2

Wt. Vs WL TBG
tdher FR t on

1 12 1/4' IR Flat-Bot open - 281 281 5 56.2 5 6/10 10/15 130/170 Air Mist to '

2 7 7/8" SEC S88CFE 3-16 - 3402 3121 52 1/2 59.4 57 1/2 40 55/60 2-300 KCL Water to T.D.

3 7 7/8" HTC ATJ-44 3-13 - 5800 2398 88 3/4 25.7 146 1/4 40 70 1100
Trip for Hole

Surveys ----·-----

Depth Deviation

650 1°

1158 3/4°

1660 1 1/2°
- -------

2115 1 1/2°

2625 1 1/2°

3125 1 1/4° - ------

3620 1 1/4°

4143 1°

4600 1 1/4° - --- -

5600 2°
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Drilling Fluid Data

BalcronOil, Inc.
Monument Butte State 23-2
NE SW Sec 2-T9S-R17E

Uintah County, Utah

I
i Date Depth WT Vis Ph Chl KCL% Daily Cost Cum Cost

2-26-95 282 8.3 26 - - - 150 150
2-27-95 1466 8.3 26 - - - 100 250
2-28-95 2974 8.3 26 - - - 100 350
3-1-95 3660 8.4 26 - 9600 2.2 150 500
3-2-95 4266 8.4 26 10 9500 1.9 150 650
3-3-95 4860 8.5 26 10 10500 2.2 100 750
3-4-95 5305 8.4 26 10 10500 2.2 100 850

I 3-5-95 5800 8.4 26 10 10500 2.2 150 1000

Field Totals $1000 $1000

i
i
I
i
i
i s
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BalcronOil, Inc.

I Monument Butte State 23-2
NE SW Sec 2-T9S-Rl7E

Uintah County, Utah

I
i Drilling History

Data compiled by Frank A. Radellafrom the tower sheets and the records of Al Plunkett, drilling

I consultant. The depth reported is at midnight. The activity of the calendar date is followedby the
daily footage,daily hoursdrilledand cumulativerotating hours.

Da I3at_e Depthand activity at report time.

I 1. 2-25-95 T.D. 0; Moved from 13-2 State, Rig Up:
Spud 12 1/4" hole with air and flat bottom bit @10·30AM on 2-25-95.
Drill to 281'. Set 6 Jts (257') of 8 5/8" 24#lft casing set @2267'RKB with
1700 sx class 'G' with 2% CaC1+ ll4#lsk Celoseal. Circulate 6 bb1scement

i to pit. Plug down 5:45 PM on 2-25-95.
Drilled 281' in 5 RH, Cumulative Rotating Hours (Cum RH) 5.

I 2. 2-26-95 Depth 291'; Waiting on Cement:
Cut off casing, weld on well head and test. Trip in hole, drill cementand
shoe. Drill out form under surface casing at 11:30 AM on 2-26-95.
Drilling with 7 7/8" bit, air and foam. Survey. Drilled to 650'.
Drilled 359' in 9 1/2 RH, Cum RH 14 1/2.

3. 2-27-95 Depth 650'; Drilling:

I Survey and drill to 2467'.
Drilled 1817' in 22 1/2 RH, Cum RH 37.

I 4. 2-28-95 Depth 2467'; Drilling:
Survey,drill, check BOP. Drilled to 3402' and trip for Bit #3. .Holeloading
up with too much water to continue air drilling. Fill hole with KCL water

i and trip. Drilled to 3402'.
Drilled 935' in 17 3/4 RH, Cum RH 54 3/4.

5. 3-1-95 Depth3402'; Drilling:

1 Drill and survey. Drilled to 4065'.
Drilled 663' in 23 1/2 RH, Cum RH 78 1/4.

I 6. 3-2-95 Depth 4065; Servicine Rig:
Drill and survey. Drilled to 4643'.
Drilled 578' in 22 1/2RH, Cum RH 100 3/4.

7. 3-3-95 Depth4643'; Drilling:
Drilled to 5057' and trip for hole in pipe.
Drilled 414' in 17 1/2 RH, Cum RH 118 1/4.

9



i
I 8. 3-4-95 Depth5057'; Dnlling:

Drill to 5685'.
Drilled628' in 23 3/4 RH, Cum RH 142.

9. 3-5-95 Depth5685'; Drilline:
ReachT.D. 5800' @ 2:15 AM on 3-5-95. Condition hole. Trip out for
loggen. Commence rigging up loggers at 6:30 AM. Finish logging at
+/- 1:00 PM. LoggerT.D. 5780', Driller T.D. 5800'. Trip in to set 3
cement plugson bottom of hole. come out laying down. State of Utah
representative, Mr. Dave Hackford on location for plugging.
Prep to run 5 1/2" casing.
Drilled 115' in 4 1/4 RH, Cum RH Total 146 1/4.

10. 3-6-95 T.D. 5800'Driller,5780' Logger:
Ran 83 Jts 5 1/2:, 15.50#lft J55 casing set @3461.63'RKB. Cemented by

i Western with lead of 208 sx Super 'G' + additives, tailed with 260 sx 50-50
Poz + additives. Plug down @5:45AM on 3-6-95. Casing set @3451.63',
PBTD 3422.07' for possible water source well.

I
i
i
i
I
i
I
i
i
i
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BalcronOil, Inc.

I MonumentButte State 23-2
NE SW Sec 2-T9S-Rl7E

Uintah County,Utah

i
Sample Descriptions

by

i
Frank A. Radella

Samplesrun wet and dry at the wellsite. Cutting agent was trichlorothene. Geologist on
location from 1400' to T.D. and for logs. Descriptions are corrected to Dual Laterolog depths.

I Shows of oil are underlined. Log tops are noted below. Drill cuttings were extremely fine but were
of good qualityunless noted otherwise.

A two man mud logging unit (Northwest Well LoggingService) with hot wire and
chromatograph was utilized from 1400' to T.D. Iagged samples were caught by the mudloggers.

I The drill fluid was air and mist to 3402' and KCL water was used from 3402' to T.D. at 5800'. The
loggers'T.D. was 5780', 20 feet shallow to the driller's T.D. of 5800'. Matching drill time to the
DLL requires a 16 foot uphole correction of the drill time.

I
Sand Grain Size Parameters

Silt .004
-

.062 mm

i Very fine grained .062
-

.125 mm
Fine grained .125

-
.250 mm

Medium grained .250
-

.50mm

Coarse grained .50+ mm

Sample Program

1400 - 4000' 50' samples
4000 - 5800' 30' samples
Selected Intervals 10' samples

50' Lagged Samples

i 1380 - 1430 Sandstone: very light gray, very fine grained,rare black grain, tracebrown
mica, non calcareous, slightly argillaceous,pyritic,no visible porosity,no
fluorescence,abundant loose very fine sub angularquartz grains, no cut, no
show.

11
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i 1430 - 1450 Sandstone: as above; Shale: medium gray, silty, blocky.

GREEN RIVER 1458' (3634')

1450 - 1580 Shale: light orange tan, medium brown, medium gray; abundant loose sand
grains.

1580 - 1630 Shale: light to medium orange tan, dolomitic,oil shale, platy; decrease in
loose very fine, sand grains, as above.

1630 - 1930 Shale: light to medium orange tan, as above; moderate amount coame
angular white calcite fragments,opaque to white; Pyrite.

1930 - 2280 Shale: medium to dark brown, calcareous, silty in part, sub blocky; Pyrite.

I 2280 - 2330 Siltstone: palegreen gray, calcareous cement, pyritic,argillaceous, platy;
10% Sandstone: medium brown, very fine to fine grained,angular to sub
angular, fair sorting, few black grains, no visible porosity,spotty brown oil

i stain, very pale goldfluorescence,instant good streamer cut, abundant
loose very fine to fine grains.

HORSEBENCH SANDSTONE ? 2352' (+2740')

2330 - 2380 Sandstone: white to light gray, salt and pepper,calcareous, pyritic,very fine
to fine grained,no visible porosity,abundant loose grains,as above,soottv
oil stain with good cut in 5%.

2380 - 2480 Siltstone: lighttan, very fine sandy, calcareous, argillaceous, hard, blocky.

2480 - 2580 Shale: darkbrown, silty, dolomitic,oil shale: abundant coame angular
opaque calcite fragments.

2580 - 2630 Shale: darkbrown, as above; twee of Calcite,as above.

2630 - 2830 Shale: gray brown to dark brown, trace silty, trace pyritic.

2830 - 2880 Shale: orange brown to medium brown.

2880 - 2930 Shale: as above; trace of Limestone: cream,micritic,platy.

2930 - 3000 Shale: medium green gray, silty to sandy; Shale: dark brown, as above;
20% Sandstone: white, trace salt and pepper,pyritic, slightly argillaceous in

i part, tight clusters with no porosity, no show, moderate amount loose sand
grains,very fine to fine, clear to milky quartz,no apparent show, good
apparent aquifer.

3000 - 3030 Loose quartzgrains, white to clear, mediumgrains, well sorted, sub angular
to sub round, unconsolidated beach sand appearance, few friable clusters of
grains, no show apparent, few black grains,good apparent aquifer.

3030 - 3130 Shale: light tan to medium brown, gray tan, platy, oil shale.

I 12



i
i 3130 - 3180 As above; traceof Limestone: cream, micritic, platy.

I 3180 - 3230 Sandstone: light gray to white, very finegrained,silty, pyritic,argillaceous in
part, no visible porosity, trace spotty oil stain, poor show.

I 3230 - 3280 Siltstone: white to light gray, slightly argillaceous, trace sandy, no porosity,
no show.

3280 - 3330 Shale: light to mediumbrown; traceof Limestone: cream, micritic,platy;
trace of Sandstone: as above.

3330 - 3380 Limestone: white, micritic, pale gold mineralfluorescence,no show.

3380 - 3430 Limestone: cream, microcrystalline, no porosity,no show; Shale: medium
gray, gray tan.

3430 - 3480 Shale: medium gray, silty, trace sandy, calcareous, platy.

3480 - 3530 Sandstone: white, light gray, trace tan, very fine to fine grained,well sorted,

i no porosityin clusters, spotty oil stain in 5%, poor overall show,moderate
amount loose grains; trace Shale: medium brown, silty.

3530 - 3580 Shale: medium to dark brown, oil shale.

3580 - 3630 Shale: pale greengray, dolomitic, platy; Shale: light to dark brown,as
above.

3680 - 3730 Increase in Shale: light to medium gray, as above; decrease in Sandstone:
as above; Shale: medium brown, oil shale.

3730 - 3780 Limestone: cream, light tan, micritic, platy; Shale: light to medium gray;
trace loose sand grains.

3780 - 3830 Shale: light gray, green gray; trace loose sand grains; Limestone: cream;
Shale: light tan, oil shale.

2nd GARDEN GULCH 3884' (+1208')

3830 - 3980 Shale: light gmy,as above; trace Siltstone: light gray, argillaceous, very
fine sandy in part, no porosity, no show.

30' Samples

3980 - 4010 Limestone: cream, micritic, platy, no fluorescence; Sandstone: white, very
fine grained,well sorted, no visible porosity,spotty oil stain, poor show.

4010 - 4040 Limestone: tan to cream, micritic, platy,brightgold mineralfluorescence,no
porosity,no show; Sandstone: white, light gray, very fine grained,
argillaceousin part, trace spotty oil stain, slow weak streamer cut, poor
show; trace Shale: orange-brown, oil shale.
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i 4040 - 4070 Sandstone: white, very fine grained, well sorted, no visible porosityin

clusters, no show, moderate amount loose grains, fine to medium, sub
angular to sub round; Shale: light gray; trace of Limestone: as above.

4070 - 4100 Shale: light gray, trace medium brown; trace of Sandstone and Limestone:
as above.

4100 - 4130 Shale: light gray,mediumgray, trace pale green, few medium gray,whole
ostracods; Sandstone: as above; trace Limestone: as above.

4130 - 4160 Shale: light gray to light green gray, trace medium brown; Sandstone: light
gray, very finegrained,no porosity, no show.

Y-2 SANDSTONE 4160' (+932')

i 4160 - 4190 Sandstone: light gray tan, very fine grained, few gray and occasional green
grains, trace of poor porosity,poor to trace fairspotty oil stain, pale gold
fluorescence,instant fairstreamer cut; overall poor show, good sample.

4190 - 4220 Shale: pale greengray, platy; Sandstone: white to light gray, very fine
grained, no visible porosity,no show; trace of Shale: mediumbrown.

I 4220 - 4250 Shale: as above; slight increase in Shale: medium brown; Sandstone: as
above; Pyrite.

I 4250 - 4280 Sandstone: lightgray to white, very fine grained,well sorted, calcareous
cement, no visible porosity,no show; few tan whole loose ostracods;
Shale: tan, palegreen,gmy.

4280 - 4310 Shale: pale gmy,trace light brown, platy.

4310 - 4340 Shale: tan todark brown, platy,oil shale; trace Sandstone: white.

4340 - 4370 Sandstone: white, very fine grained,well cemented, no porosity,no show;
trace Shale: dark gray brown.

4370 - 4400 Shale: dark graybrown,oil shale, platy; trace Sandstone: as above.

I 4400 - 4430 Sandstone: white, very fine to fine grained,sub angular,pyritic,no visible
porosity in clusters, no show; Shale: light gray, orange brown.

4430 - 4460 Sandstone: white, as above, light gray, argillaceous, no porosity,no show;
Shale: light gray,medium gray, silty, platy.

4460 - 4490 Shale: dark brown,light gray, trace silty, platy; traceSandstone: light gray,
as above.

YELLOW MARKER 4495' (+597')

4490 - 4520 Shale: light gray,light green gray, silty, calcareous, platy; trace of
Limestone: cream, micritic.

I 14



i
i 4520 - 4550 Sandstone: white, light gray,very finegrained,dolomiticcement, pyritic,no

visible porosity,no show; Shale: as above.

4550 - 4580 Shale: light gray, trace silty, calcareous, platy; trace Sandstone: light gray,
very fine grained,occasional grayand black grain, well cemented, dolomitic,
no porosity,no show.

4580 - 4610 Sandstone: white, light gray, very finegrained,silty, angular to sub angular,
well cemented,no visible porosity,rare chip with spotty oil stain, verypoor
show; Shale: light gray.

4610 -4640 Shale: orange brown, dolomitic,oil shale; Shale: light gray, tracesilty,
calcareous, platy; trace of Sandstone: white gray, as above.

4640 - 4670 Sandstone: white, light gray, very finegrained,occasional graygrain, no

i porosity,no show; Shale: dark brown,pale green.

DOUGLAS CREEK 4659' (+433')

4670 - 4700 Shale: tan, gray, trace pale green.

4700 - 4730 Sandstone: white, very fine grained,well cemented, no porosity,trace with
spotty oil stain, poor show; Shale: tan, gray, as above.

R-2 SANDSTONE 4730' (+362')

4730 - 4760 Sandstone: white, very fine grained,silty, argillaceous in part,no visible
porosity,no show; Shale: omnge brown, tan, gray.

I 4760 - 4790 Shale: light gray, silty, dolomitic,platy; traceSandstone: white, as above;
Shale: medium orange brown.

4790 - 4820 Sandstone: white, light gray,very finegrained,silty, well cemented,no
porosity, rare chips with spotty oil slain, poor show; Shale: pale gray, pale
green gray, trace orange brown.

4820 - 4850 Shale: light gray, light greengray,platy; traceof Sandstone: white, very
fine grained, no visible porosity, trace spottyoil stain, poor show.

I 4850 - 4880 Sandstone: white, light gray,very finegrained,silty, argillaceous, well
cemented,no visible porosity,no show; Shale: light gray, platy; traceof
Shale: medium brown.

4880 - 4910 Limestone: light tan, micritic,platy; Shale: medium brown,tan,dolomitic,
platy, oil shale; Shale: dark brownto black-brown,oil shale.

2nd DOUGLAS CREEK 4902' (+190')

4910 - 4940 Shale: gray, medium brown; traceof Sandstone: white, very fine grained,
no porosity, no show.

15



i
i 4940 - 5000 Sandstone: white, very fine grained,argillaceous, salt and pepperin part, no

porosity,no show; Shale: orange brown, light gray.

5000 - 5030 Shale: dark black-brown,dolomitic, no fluorescence,fairstreamer cut, oil
shale; Shale: tan.

GREEN MARKER 5043' (+49')

5030 - 5060 Shale: dark black-brown,as above.

G-3 SANDSTONE 5062' (e30')

i 5060 - 5080 Sandstone: medium brown, very fine to fine grained,sub angular to sub
round quartz with occasional gray and black grain, fair to good sorting, poor
to trace fair porosity,moderatelyfriable, goodoil saturation, medium

i overall fluorescence,slow good blossumcut, good show, moderate amount
oil drops on samples, oil on pits.

5080 - 5100 Shale: light gray, silty; Siltstone: light gray,calcareous, firm,platy.

5100 - 5120 Shale: medium gray,graybrown, silty in part,calcareous, platy; trace
Limestone: cream, white, micritic.

5120 - 5140 Shale: medium orange-brown, light to medium gray; trace Sandstone:
white, very fine to finegrained,no visible porosity,no show.

Trip for hole in pipe Coß157'Driller = 5141' Logger.

5140 - 5150 Tmceof Sandstone: medium brown, very fine to fine grained,very friable,

i goodoil saturation, pale gold fluorescence,instant good streamer cut,
Pood show· Sandstone: white, very fine grained,white calcareouscement,
no visible porosity,weak milkycut. Trip sample. Oil on pits.

5150 - 5180 Shale: gray, silty,platy; Sandstone: white,very fine grained,no visible
porosity,no show.

5180 - 5220 Trace of Sandstone: white, tan, very fine to fine grained,traceblack grains,
fair sorting,no visible porosity, spotty brownoil stain, no fluorescence,
instant fairstreamer cut Sandstone: white, very fine to fine grained,no
porosity,no show; Shale: medium brown,light gray.

G-5 SANDSTONE 5222' (-130')

5220 - 5240 Trace of Sandstone: medium brown, very finegrained,no visibleporosity,
spotty oil stain, slow weakstreamer cut, poor show; Shale: light gray,
medium brown.

5240 - 5300 Shale: mediumbrown,light gray, traceblack.

5300 - 5320 Shale: gray, traceblack,platy, oil shale.

16



i
i BLACK SHALE FACIES 5338' (-246')

i 5320 - 5470 Shale: black, carbonaceous, no fluorescence,slow weak streamer cut, oil
shale.

I 5470 - 5480 Trace of Sandstone: white, light gray, very fine to fine grained,trace saltand
pepper,poorly sorted, dolomiticcement, no visible porosity,spotty brown oil
stain, no fluorescence,slow fairstreamer cut, poor show; Shale: orange
brown,oil shale.

CARBONATE MARKER 5482' (-390')

i 5480 - 5490 Limestone: cream, microcrystalline, pale gold fluorescence,no porosity,no
show; Shale: orange brown, trace black.

I 5490 - 5510 Sandstone: white, very fine to fine grained,slightly dolomitic cement, no
porosity,no show; Shale: dark gray, medium brown, oil shale.

B-1 SANDSTONE 5513' (-421')

5510 - 5540 Sandstone: light tan, fine grained, sub angular to sub round, clear to opaque
quartz, well sorted, few consolidated friableclusters, 99% loose

i unconsolidatedsand, spotty oil stain on loose grains, probably flushed,
slow weak streamer cut, pale gold with spotty bright green-gold
fluorescence,oil on pits, probable goodshow, visual show is consistent top
to bottom,goodsamplequality.

5540 - 5570 Sandstone: white, light gray, very fine grained,argillaceousin part, no
porosity,no show; traceof Shale: tan, platy.

5570 - 5580 Shale: black, light gray; Sandstone: as above.

B-2 SANDSTONE 5574' (-482')

5580 - 5590 Sandstone: light brown, fine grained,sub angular to sub round quartz

i grains, well sorted,fairto good oil saturation in consolidatedchuters that
are friable,manyloose grains with spotty oil stain may beflushed,pale to
mediumbrightfluorescence,instant fairto good streamer cut, good show,
oil on pits.

5590 - 5610 Shale: black,gray; traceof Limestone: cream, micritic.

5610 - 5640 Shale: black, medium brown, trace light gray.

5640 - 5670 Shale: very lightgray, tracepale greengray, slightly dolomitic,platy; trace

i of Limestone: cream, microcrystalline; trace of Sandstone: white, very fine
grained, few gray to black grains, no porosity, trace spotty brownoil stain,.
poor show.

I 5670 - 5730 Sandstone: white, light gray, very fine to fine grained,sub angular, sub
round, moderate amount loose grains, trace of spotty oil stain, slow weak
streamer cut, poor show; Shale: medium brown, light gray.

17



i
i 5730 - 5780 Sandstone: white, fineto trace medium grains,angular to sub round, clear to

opaque quartz grains, mostly loose grains, clean beach sand appearance,

i 10% of grains with medium bright liuorescence,slow weak milkycut, no oil
stain, poor show; Shale: light gray, light green gray, black.

I 5800' Driller T.D.
5780' Logger T.D.

I
i
I
i
i
I
i
i
i
i
i
i
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DRILL TIME LOG
BALCRON OIL

MONUMENT BUTTE STATE 23-2
- 2 -

NE SW SEC 2 - T9S - R17E
UINTAH CO., UTAH

ELEVATIONS: GL 5082' KB 5092' CONTRACTOR: Union Drilling
SPUD: 2-25-95 10:30AM RIG: #17
OUT FROM UNDER SURF. CSG.: 2-26-95 11:30AM MAST: Pull Doubles
DATE DRLG. COMP.: 3-5-95 2:15AM POWER: 343 Cat
DATE WELL COMPLETED: 3-6-95 9:45AM PUMPS: Gardner Denver FXN 5 1/2" X 14"
STATUS: Oil Dry Hole, Possible Water Source Well
SURF. CSG.: 8 5/8" @ 267' RKB w/170 sx DRILL PIPE: E 16.60#/ft
PRODUCTION CSG.: 5 1/2" @3462' RKB w/468sx COLLARS: 20 (640') 6-3/4" OD X 2 1/4"-2 1/2" ID
CORES: None MUD SYSTEM: Airmist to 3402, Kcl H20 to T.D.

TOTAL BITS: 3
DRILL STEM TESTS: None TOTAL DAYS TO LOG POINT: 9 TO COMPL.: 10

T.D. DRILLER: 5800' LOGGER: 5788'
PENETRATION: 306' Below Carbonate Marker

FRANK A. RADELLA, INC.
Oil & Gas Exploration & Consulting

1601 Lewis Suite 202E
Billings, Montana 59102

Frank A. Radella
Ofc 406-245,5375 Rea



LEGEND

SHALE LIMESTONE
¯

_

ARGILLACEOUS

. . SILTSTONE DOLOMITE --- - SILTY

. SANDSTONE ANHYDRITE SANDY

CONGLOMERATE GYPSUM i
, CALCAREOUS

COAL SALT '
- DOLOMITIC

CHERT OOLITIC " ANHYDRITIC

' GYPSIFEROUS

, LOOSE SAND GRAINS

GLAUCONITIC

LOGGED BYGEOLOGIST:
MICACEOUS

BIT CHANGE

I roon
- FAIR

- e GOOD
CONTINUED

F FRACTURED
D DEAD OIL

F 8€ ALE -2' O'
MN TO-ÐF H S'

mrr

A\ OfH

1 4 1.81400



ng iht bik

1500 arb a a brx
D In o sner

1600.

nr n9
not r irre
rr .pn

1700

- --+-

180 0

1900.

20 0



2100

LL

2200¯

2300

kWh
nova

. - - in th

SS 2351

24 O

2500
hhn Ir. r4e



2700

2800

orA ben ry he-a
.

--

ply

.st +r 4+ y v.†¡. Si, «
/ cowv4-‡e

3100

| | cr r

3200

-- - - M 3to
--- y c.





r tinh
har

nenh
- r nr

50

c.uk d
bei vn

410

n qui A otA•
eau Hm+ at.nk.

nur4rgi. ele
ro

88-

ret i in wo
it the f 4 ta3

4200
h Onl ro \+9·WWI

rv

.> gy v



..

r i s I - ¢• n

60 -

a 944 +nh la nie

nk or ya

4300 ¯¯

I h½.

50

/ ur Aw

ben ,
pH. I

I Vogt y

50



+v-

4 5ÔÕ
Yf , MGE--- + 598 -¯

ni r .

I ob \† ge m†r
Mai,i es y .Ae

of or ' et

\† s' \†
AL

4600,
SS

50

o-- o
----

,. ----

AWh n ie qvn

¯¯

\ v+q,

pnie rn



en,

¯¯ +Sf?
50 -

---

4800

po

50

r- nor

pr

4900

E ---'±lk

re bi¿-b cdCh

w. arn

--... S Y 1.& -

50 - -

SS.abb &c. - > a





8-5 lmt

½ \¾rry obra

530

< ir 8

50 -- =f-Mfr t-
-------

.

-r

5400

-I



5600

her It ry .

L .....

50 s, ,,,,, i,
..... d Itr Mhy

I I
-.

I I .«"is eva! I

5700
.-- -----.

.. 10 _m am, .su 4: I4 -

I



50

rt h

Chl.

Mi

5800
D 4L U. I D LU I H



L
OFOIL,GAS&MN NG

Crazy Mountain, Inc.
DBACrazyMountain Oil & Gas Services
P.O. Box 577
Laurel, MT 59044
Phone & Fax: (406) 628-4164
E-Mail: crazymtumc@cw2.com

September15, 1998

State of Utah
Division of Oil, Gas, & Mining
1594 West North Temple, Suite 1210
Box 145801
Salt Lake City, UT 84114-5801

Dear Gentlemen:

RE: Monument State #23-2
NE SW Section 2, T9S, R17E
Uintah County, Utah

Enclosed is the completion report for the subject well. I apologize for the untimeliness of this
report. Also attached is the last sundry notice that was sent in for the subject well as requested by
your office.

Please feel free to contact me if you require any additional information.

Sincerely,

Molly Conrad
Agent for Equitable Resources

Energy Company



FORM8
STATEOF UTAH

DIVISION OF OIL, GASANDMINING s. L=aas .==....2,.. a.. ...w. ...

ML-45555
WELLCOMPLETIONOR RECOMPLETION REPORT AND LOG

" '" '^"°^"°"" °""" " "'
ta. THE of wsLL: on. cas n/a

wcLL scr.L O ... O o.a.« 7. - -===.== --«.
k TYPE OF COMPLETION•

n a" "..S ."v°."." O ?" O 2: O "fi,..O ota., s. r==- •= ===•= == ==
2. naus or ernaaron

Monument State
Equitable Resources Energy Company *· "=l·*· " ·

a. ....... or orsanoa #23-2
5555 San Felipe, Suite 2100, Houston, TX 77056 ao. rama.» aan voor.. on wn.acar

4. LOCATION or wakt, (Report location clearly and in a¢cordance soitA any State requirernents) Undesignated/Green Riverat surfact
11. szc- 7.. x.. u.. on as.ocx ano anarsy1980 ' FSL E< 1980 ' FWL om ansa

18 top prod. Interval reported belo* NE SW Section 2, T9S, R17E
Section 2, T9S, R17EAt total depth

14. API NQ. DATE 83.%CED 12. COONTY 13. BTATE

43-047-32613 12-19-94 Utiltah Utah10. DATE BFUDDED 14. DATE T.D. REACHED 1Î. DATE CDMPt.. (Ready to prod.) 18. EL.zvlTIONs (Dr. sca, at, ca, ITC.) 19. ELET. Casingsman

2-25-95 \ 3-5-95 3-5-96 Œ½* "I | 5081.86' GL n/a20. TorAL DEPTE. MD a TTD 21. FLug BACK T.D., MD A TVD 22. IV NtlLTIPt.C COMFL. 23. INTERVAL3 AOTART TOOL3 CARLE TOOt.S

5800' 3422.07 RKB n/a Surface -¾ n/a24. Paoouct.9a ratsavas.(a), or rais courtartou-ror, sottou, Nasts (No A.so Tro) 25. TA,9 osascTro.9AL
BURTET MADEn/a

n/a26. TTFE Ex.zCTRIC ANo oTHEx Loca man 27
OLL L-ÌBL-fL )

Ú~Ÿ '
on e

sLyLa rato rescO
O 1 •• ->

28. CASING RECORD (Report all stringa att in socil)
CASINC 3tEE WEIGHT, L3./TT. DEPTR 3ET (MD) HOt.E SilE CCMttiTING RECORD

AMOUNT PULLED

R- /An 24# 269' 12-174" 170 " y/2X mol? & 1/416 g /a
#4 llcmil.5-1/2" 15.5# 3461,63' 7-7/A" 283 SUPr "R" w/aririitives

1340exs 50/50 RTAw/adriitism p/a29. LINER RECORD 30. TUBING RECORD
sitE TOF (MD) ROTTON (MD) SACE.1 CEMENT 3CASEN (MO) SIEE DEPTE BET (MD) PACEER 3ET (MD)

nla n/a !
1. PsaronArtow ascoan (Anterval, asse and nunsber) 32. ACID. SHOT. BACTURE. CEMENT SÑEEZE. ETC.

DEFTE INTERTAI. (MD) AMOUNT AND EIND OF WATxxilL Caco

n/a

33.
PRODIICTION

DATE TIEST FRODUCTION PRODUCTION METHOD (Alotoing, gas lift, puWaping-size and type of gatap) w:LI. BTATua (Prodiscing or

DATE Of TX37 BOUK3 TE3TED CHOKE sitt FROD'N. POR MOT. -BEL. GA3•OIL AATIOTE3T PERIOD

TLOW. TV3tNG FRIBd. CAgiMC FRE43UAE CALCULATED 011.-888.. A MCf. \ 012. CEAVITT•&FI (COxx.)24-soca xArm

34. DistostTloN or cia (gold, used for fuel, vented, etc.) TitEastD si
n/a

30. LI3T OF ATTACEMElfT3

36. I here tLtyL:el attac o is c te a o t as : mined from att available records

See Spaces for Additional Data on Revers. Side
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BalcronOil, Inc.
Monument Butte State 23-2

NE SW Sec 2-T9S-R17E
Uintah County, Utah

KB 5091'

Position of 23-2

Dual Laterolog Tops Depth Datum Compared to 14-2*

Uintah Surface

Green River 1158 (+3634) 53' Low

Horsebench Sandstone ? 2352 (+2740) 73' Low

2nd Garden Gulch 3884 (+1208) 63' Low

Y-2 Sandstone 4160 (+932) 47' Low

Yellow Marker 4495 (+597) 67' Low

Douglas Creek 4659 (+433) 71' Low

R-2 Sandstone 4730 (+362) NC

R-5 Sandstone Absent -
-

2nd Douglas Creek 4902 (+190) 73' Low

Green Marker 5043 (+49) 74' Low

G-3 Sandstone 5062 (+30) NC

G-5 Sandstone 5222 (-130) NC

Black Shale Facies 5338 (-246) 25' Low

Carbonate Marker 5482 (-390) 59' Low

B-1 Sandstone 5513 (-421) 55' Low

B-2 Sandstone 5574 (-482) 63' Low

T.D. Driller 5800' *NC
- No Comparison

T.D. Logger 5780' (16' Uphole correction required to match drill time)

Comparison Well: BOC, MonumentButte State 14-2
SW SW Sec 2-T9S-R17E
Southwest 40 acre offset to 23-2
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Balcron Oil, Inc.
Monument Butte State 23-2
NE SW Sec 2-T9S-R17E

Uintah County, Utah

Drilling History

Data compiled by Frank A. Radellafrom the tower sheets and the recordsof Al Plunkett, drilling
consultant. The depth reported is at midnight. The activity of the calendar date is followed by the
daily footage,daily hours drilledand cumulative rotating hours.

Day Di Depth and activity at report time.

1. 2-25-95 T.D. 0; Moved from 13-2 State, Rig Up:
Spud 12 1/4" hole with air and flat bottom bit @ l0:30 AM on 2-25-95.
Drill to 281'. Set 6 Jts (257') of 8 5/8" 24#lft casing set @2267' RKB with
1700 sx class 'G' with 2% CaC1 + ll4#lsk Celoseal. Circulate 6 bbls cement
to pit. Plug down 5:45 PM on 2-25-95.
Drilled 28l'in 5 RH, Cumulative RotatingHours (Cum RH) 5.

2. 2-26-95 Depth 291'; Waiting on Cement:
Cut off casing,weld on well head and test. Trip in hole, drill cement and
shoe. Drill out form under surface casing at 11:30 AM on 2-26-95.
Drillingwith7 7/8" bit, air and foam. Survey. Drilled to 650'.
Drilled 359' in 9 1/2 RH, Cum RH 14 1/2.

3. 2-27-95 Depth650'; Drilling:
Survey and drill to 2467'.
Drilled 1817' in 22 1/2 RH, Cum RH 37.

4. 2-28-95 Depth 2467'; Drilling:
Survey, drill, check BOP. Drilled to 3402' and trip for Bit #3. .Hole loading
up with too much water to continue air drilling. Fill hole with KCL water
and trip. Drilled to 3402'.
Drilled 935' in 173/4 RH, Cum RH 54 3/4.

5. 3-1-95 Depth 3402'; Drilling:
Drill and survey. Drilled to 4065'.
Drilled 663' in 23 1/2RH, Cum RH 78 1/4.

6. 3-2-95 Depth 4065; Servicing Rie:
Drill and survey. Drilled to 4643'.
Drilled 578' in 22 1/2RH, Cum RH 100 3/4.

7. 3-3-95 Depth 4643'; Drilling:
Drilled to 5057' and trip for hole in pipe.
Drilled 414' in 17 1/2 RH, Cum RH l18 1/4.
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8. 3-4-95 Depth 5057'; Drilling:
Drill to 5685'.
Drilled 628' in 23 3/4 RH, Cum RH 142.

9. 3-5-95 Depth 5685'; Drilling:
Reach T.D. 5800' @ 2:15 AM on 3-5-95. Condition hole. Trip out for
loggen;. Commence rigging up loggers at 6:30 AM. Finish logging at
+/- 1:00 PM. Logger T.D. 5780', Driller T.D. 5800'. Trip in to set 3
cement plugs on bottom of hole. come out laying down. State of Utah
representative, Mr. Dave Hackford on location for plugging.
Prep to run 5 1/2" casing.
Drilled 115' in 4 1/4 RH, Cum RH Total 146 1/4.

10. 3-6-95 T.D. 5800' Driller, 5780' Logger:
Ran 83 Jts 5 1/2:, 15.50#lft J55 casing set @3461.63' RKB. Cemented by
Western with lead of 208 sx Super 'G' + additives, tailed with 260 sx 50-50
Poz + additives. Plug down @5:45 AM on 3-6-95. Casing set @3451.63',
PBTD 3422.07' for possiblewater source well.



FORM 7 STATE OF UTAH
DIVISION OF OIL, GAS AND MINING

· REPORT OF WATER ENCOUNTERED DURING DRILLING

1. Well name and number: Monument State #23-2

API numt>er: 43-047-32613

2. Well Locationi QQ NEW Section 2 Township S Range 17E County Uintah

3. Well operator: Equitable Resources Energy Company

Address: 5555 San Felipe, Suite 2100

Houston, TX 77056 Phone: (406) 628-4164

4. Drilling contractor: Union Drilling
Agent Phone Nuniber

Address:

Phone:

. 5. Water encountered (attach additional pages as needed):

DEPTH VOLUME QUALIW
FROM To (FLOW RATE OR HEAD) (FRESH OR SALTY)

No measurable water enccuntered during Drilling.

If an analysis has been made of the water encountered, please attach a copy of the report to this form.

I hereby certifythat this report is true and complete to the best of my knowledge. Date:

Name & Signature: O Title:
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Balcron Oil, Inc.

Monument Butte State 23-2
NE SW Sec 2-T9S-R17E

Uintah County, Utah

KB 5092'

Position of 23-2

Dual Laterolog Tops Depth Datum Çompared to 14-2*

Uintah Surface

Green River 1158 (+3634) 53' Low

Horsebench Sandstone ? 2352 (+2740) 73' Low

2nd Garden Gulch 3884 (+1208) 63' Low

Y-2 Sandstone 4160 (+932) 47' Low

YellowMarker 4495 (+597) 67' Low

Douglas Creek 4659 (+433) 71' Low

R-2 Sandstone 4730 (+362) NC

R-5 Sandstone Absent -
-

2nd Douglas Creek 4902 (+190) 73' Low

Green Marker 5043 (+49) 74' Low

G-3 Sandstone 5062 (+30) NC

G-5 Sandstone 5222 (-130) NC

Black Shale Facies 5338 (-246) 25' Low

Carbonate Marker 5482 (-390) 59' Low

B-1 Sandstone 5513 (421) 55' Low

B-2 Sandstone 5574 (-482) 63' Low

T.D. Driller 5800' *NC
- No Comparison

T.D. Logger 5780' (16' Uphole correction required to match drill time)

Comparison Well: BOC, MonumentButte State 14-2
SW SW Sec 2-T9S-R17E
Southwest 40 acre offset to 23-2



FORM O O ÎA

DIVISIONOF -, GAS AND MINING
5. Laase Designauon and Serial Number:

ML-45555
0. If Indian. AIInttee of Tdbo Name:

SUNDRY NOTICES AND REPORTS ON WELLS n/a
7. UnR Agreement Name:

Do not use this form for proposals to ddll new wella, deepen existing wells, or to reenter plugged and abandoned wolle.
Use APPUCATioN FOA PERMfr TO DAILI.OR DEEPENfonn for such poposals, O g

8. Well Name and Number:
1. Type of wen: OIL GAs O OTHER Balcron Monument State #23-2

2. Name of Operaton
B, APIWell Number:

Fquitable Resources Bugy Copany, Paleto 011 Di.visim
43-047-32613

3. Address and Telephone Number: 10. Field and Pool, or WHdcat:

1601 I.ewis Avenue, Rillitys, MP 59102 GiC6)259-7860 IlyienimitaWGrem River
4. i.ocation of Weli

Foot.o••: 198D' FSD & 198D' WL
county: Uintah

QQ, Sec..T.,R,M.: bE SWISection 2, 298, R17E
stat.: Utah =

"· CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

NOTICE OF INTENT SUBSEQUENT REPORT
(Submit in Duplicate) (Submli Original Form Only)

O Abandon O New Construction O Abandon O New Construction

O Repair casing O Pull or Alter casing O Repair casing O Pull or Alter casing
O changeof Plans O Recomplete O Change of Plans O Reperforate

O convertto Injection O Reperforate O convertto injection O Vent or Flare

O Fracture Treat or Acidize O ventor Flare Fracture Treat or Acidize O watershut-Off

O Multiplecompletion O Water shut-Off Other Plm backell.
Other P1URbßck 11,

Date of work completion 3-565

Approximate date work will start Report results of Multiple Comptedone and Rooompietions to d11terentreservoirson WELL
COMPLET10NOR RECOMPLETIONREPOAf ANDLOG form.

* Mustbe accompanied by a coment verification report.

12. DEscRIBE PFDPOSEDOR COMPLETEDOPERAT10NS (Clearty state all pertinent details, and give pertinent dates. If well is directionally drilled, give subsurface locations and measured and true

vetucal depths for all markers and zones pertinent to this work.)

Get plugging ardec frcm Frank Mittbews, State of Utah, Oil, Gas & Mining, far botton of hole. Ro in hole atrl

set three bottan hole pltigs as follows:
Plug #1 5600' - 5500' 52 sacks ont
Plug #2 5101' - 5001' 52 sacks ont
Pltg #3 3888' - 3788' 60 sacks ant
100%excess æ canent & all csœnt Class "G"w/1/4#/sK Cello-seal & 1#/sK Hi-seal i-
Dave Hackfard, State of Utah reptesotative æ locatiæ at tire of plugging.

13 ,7 ,
Regulatary and

u.m. a man.rus,. Pobbie Selmon, / - ,W 7t....:cem vie.: Invitmœntal Specialist oat.: 34-95

e spoos for state use only)

(4\04)
(See Instructions on Beverse







FOAMS STA UTAH
. DIVISION OF OIC, GAS AND MINING

5. Lease Designation and Serial Number:4

ML-45555
6. ti indian, Allotteeor Tribe Name:SUNDRY NOTICES AND REPORTS ON WELLS n/a

7. UnitAgreement Name:Do not use thisformfor proposals to drillnew walls, deepen existing wells, or to reenlar plugged and abandoned wells,
Use APPUCATION FOR PEAMITTO DAIU.OR DEEPENformfor such proposals. O a

8. WellName and Number:L Type of well: OIL( GASO OTHER:
Monument State 23-2

2. Name of Operator: 8. API Well Number:

Inland Production Company 43-047-32613
3. Address and Telephone Number: 10. Fleid and Pool, or Wildcat:

410 - 17th Street, Suite 700, Denver, CO 80202 Undesignated/Green River
4. Locationof Well

Footages: 1980 ' FSL & 1980 ' FWL coung Uintah
oo.m.Tax NE SW Section 2, T9S, R17E ' Utah

CHECK APPROPRIATE BOXES TO INDICATENATUREOF NOTICE, REPORT, OR OTHER DATA
NOTICE OF INTENT SUBSEQUENT REPORT

(submitin oupuest.) (Submit Original Form Only)

Abandon O New construction O Abandon 0 New construction
Repair Casing O Puti or Alter casing O Repair casing O Pull or Altercasing
Change of Plans O Recomplet• O Change of Plans O Reperforato
Convert to injection O Reperforate O Convert to injection O Vent or Flare
Fracture Treat or Acidize O Vent or Flare O Fracture Treat or Acidizo O Water Shut-OH

MultipleCompletion O Water Shut-Off g Other Change of Operator
Other change of Operator

Date of work completion September 30, 1997
\pproximate date work willstart Aeport results of Multiple Compledone and Rooompledone to differentreservoirson WELL

coupumON OR RECOMPLETIONREPORTANDLOGform.
* Must be accompanied by a cement verificationreport.

OESCAISEPAOPOSEDOR COMPLETEDOPEAATloNS(Clearty state all pertinent details, and give pertinent dates. If well is directionally drilled, give subsurface locations and measured and true
vertical depths for all markers and zones pertinent to thiswork.)

Effective September 30, 1997, Inland Production Company will take over operations of
this well. The previous operator was: Equitable Resources Energy Company

1601 Lewis Avenue
Billings, MT 59102

Effective September 30, 1997, Inland Production Company is responsible under the terms
and conditions of the lease for operations conducted on the leased lands or a portion
thereof under State of Utah Statewide Bond #4471291.

SEP 21 1998
s..instruction••nn•••••• '°'

DIV.OFOIL,GAS&



Crazy Mountain, Inc.
DBA Crazy Mountain Oil & Gas Services
P.O. Box 577
Laurel, MT 59044
Plione & Fax: (406) 628-4164
E-Mail: crazymtnmc@cw2.com

October 8, 1998

Mr. Don Staley
State of Utah
Division of Oil, Gas & Mining
1594 West North Temple, Suite 1210
Box 145801
Salt Lake City, UT 84114-5801

RE: Monument State #23-2
NE SW Section 2, T9S, R17E
Uintah County, Utah

Dear Don:

Per our telephone conversation regarding the subject well, enclosed is a sundry and a copy of the
treatment report explaining the procedures that Equitable Resources performed on this well and
the reasoning behind it. The well has been shut in since 1995 with the idea that it could be
converted to a water source well in the future. Before this option could be pursued any further
the Western Region office of Equitable Resources was shut down and the well was sold to Inland
Production Company.

I hope that this will clear up this well for you. Please don't hesitate to call if you require
additional information.

Agent for Equitable Resources
Energy Company



. FonM e TE OF UTAH

DIVISIONO IL, GAS AND MINING
5. Lease Designation and Sedal Number:

ML-45555
8. Ifindian, Allotteeof Tribe Name:

SUNDRY NOTICES AND REPORTS ON WELLS n/a
7. Unit Agreement Name:

Do not use this form for proposals to ddll new wells, deepen existing wells, or to reenter plugged and abandoned wolle.
Use APPUCATION FOR PEAMfT TO DRILLOR DEEPEN formfor such proposals.

B. Well Name and Number:
1. Type af Well: OIL GAS OTHER: Monument State #23-2

2. Name of Operator: 9. API WellNumber:

Equitable Resources Energy Company 43-047-32613

3. Address and Telephone Number: 10. Fleid and Pool, or Wildcat:

5555 San Felipe , Suite 2100 , Houston , TX 7705fi (406 3 678-41 64 Undesignated/Green River

4. L.ocation af Well

F°°' • 1980 ' FSL & 1980 ' FWL county: Uintah

NE SW Section 2, T9S, R17E : Utah

"· CHECK APPROPRIATE BOXES TO INDICATENATUREOF NOTICE, REPORT, OR OTHER DATA
NOTICE OF INTENT SUBSEQUENT REPORT

(Submit in Dupitoste) (Submit Original Form Only)

O Abandon O New Construction O Abandon O New Construction

O Repair casing O Pull or Atter Casina O Repair casing O Pult or Atter casing

O Change of Plan• O Recomplete O Change of Plane O Reperforate

O convertto injection O Reperforat• O convertto injection O Vent or Flare

O Fracture Treat or Acidize O Vent or Flare O Fracture Treat or Acidize O watershut-off

O Muniple Completion O Water Shut-Off L Other Perforation & Breakdown

gother Perforation & Breakdown
Date of work completion 7-26-95

Approximate date work will start 7026295
Report results of Multiple Completions and RooompieUone to different reservoirs on WELL
COMPLETlON OR RECOMPLETiON REPORT AND LOG form.

* Must be accompanied by a cement verificationreport

12. DESCRISE PADPOSED OR COMPLETED OPERATIONS (Clearly state all pertinent details, and give pertinent dates, il well is directionally drilled, give subsurface locations and measured and true

vertical depths for all markers and zones pertinent to this work.)

On 7-26-95 this well was perforated and broke down as follows:

Interval: 2981' - 3030' (168 Holes) Formation: Green River
Breakdown with 1500 gallons 15°/oHCL plus additives. ISIP - 900#.

The breakdown was done to see if this zone would produce enough water for this well to
be converted to a water source well to be utilized with the waterflood in the area. The
water in this zone was unsatisfactory for EREC's waterflood, so the well was left as
a shut-in oil well with the possibility of pursuing another try at finding another zone.
This well has been shut in ever since this procedure was performed.

** Please see attached copy of the perforation & breakdown report.

asonature: Molly Conrad (1 . Tw.: Agent for Equitable Dat•: 10-7-9A
Resoprees Energy Onmpany

(This space for State use only)

D20 -2
OCT14 1998

(4\S4) (See Instructions on Aeverse Side)

DIV.0F0lL,GAS&



BJ Services Company
Treatment Report

Date 07-26-95 District VERNAL F.Receipt 321139 Operator BAI.CRON OIL

Weti Name MON. STATE 23-2 Field MONUMENTBUTTE ., Loestion SEC 2 TSS R17E

county DUCHESNE State UT Stage No.

ELL0AÍÅ Old Oil Depth TD/PS 3422 Formation GREENRIVER
Tubing Dese. 2 7/8 6.5# set at: 2903 Type Packer RET Set at 2960

Cesing Dese, 5,5 15.5# Set From SURFACE To TD Liner Desco

Liner Set From To Open Hole size From To

Perforations: Size .38 Number: Intervals 2981 - 3030 ( 168 HOLES

PrevioWs Treatment N/A Prior Production N/A

REATMENT DATA No Pad Pad Type LI0UID/GAS PUMPED
Treatment Fluid Type: Acid vol. 1554 Get' & CAPACITIES IN.BBL

Base Fluid Type 15% HCL Base Fluid Vol.2352 Gal.

Foam Qualíty. 6/.
_ _

Total Prop ety. _O Lbs. i Tubing Cap. 7,1
Proppant Description casing Cap. 1.5
Hole Loaded With 15% HCL Treeted via Tubina Annuler Cep,

Ball sealers: 200 in stages of Open Hole Cap.

Types and Mumbers of Pumps Used i ACIDFRAC 700 Fluid to Lead 13

Auxiliary Materiete 1500 GALS 15% HCL INCLUDING .5.GAL CLAyMASTER-EC 3 GALS Pad Volume 0
422, 15 GALS XR 2L, 1.5 GALS NINE-40, 1,5 GALS LT-32, Treating fluid 37

200 EACH 1,3 BALLSEALERS Flush 19
Over Flush 0

PROCEDUR prose to see,,,, se
SUIVIMARY Totat co2

Total N2

TiME TREATING SURFACE SLUMY SURFACE 002 SURFACE N2 COMMENTS
AMPM PAESSURE SLURRYPUMPED ATE 002 PUMPED RATE N PUMPED RATE SAFETY MEETÌNÛ/TE$T NES

BBLS PM. SPM MSCF SCFM

syy ANNULUS $TAGE TDÌA STAGE TOTAL . STAG TOTAL

19124 ..... TESTLINES 6099 PSI
10:39 2200 9- 4.0 START A010 BALLSEALERS

0,44 1400 17 5 3.8 .ACID & BALLS ON PERFS

10:40 1499 37 9 4,7 .....
START FLUSH

19;B3 1500 50 ... 4.0 SHWT DOWNALLFLusHER
ISIP - 900

Treating Pressure: Min 1400 Max 2200 Ave, 1400 CLIEtomer Representative DALE GRIFFIN

In). Rete en Treating Fluid 4.0 Rate en Flush 4.6 Western Representatìve KIRT PUMMELL

Avg. In). Rate 4.2 I.S.D.P. 900 Flush Dens, ibs/gal 8.3
final Shl.it in Pressure In Minutes

Operator% Maximum Pressure (paf) 4000 PSI v

194948 Recommendation ID# VR321139

DIV.0FOIL,GAS&MINING
d 9969'0N 520800838QWlNI lidil:S 866l 6



Crazy Mountain, Inc.
DBA CrazyMountain Oil & Gas Services
P.O. Box 577
Laurel, MT 59044
Plione & Fax: (406) 628-4164
E-Mail: crazymtnmc@cw2.com

January 11, 1999

State of Utah
Division of Oil, Gas, & Mining
1594 West North Temple, Suite 1210
Box 145801
Salt Lake City, UT 84114-5801

RE: Monument State #23-2
NE SW Section 2, T9S, Rl7E
Uintah County, Utah
Change of Operator

Enclosed is the sundry that you requested changing operation of this well from Equitable
Resources Energy Company to Inland Production Company.

Please feel free to contact me if you require additional information

Sincerely,

Molly Conrad
Agent for Equitable Resources

Energy Company
(406) 628-4164 Fax &



FORM e S OF UTAH

DIVISION OF OIL, GAS AND MINING
5. Lease Designation and Sertaj Number:

ML-45555
0. If Indian, Allottee or Tribe Name:

SUNDRY NOTICES AND REPORTS ON WELLS n/a
7. Unit Agreement Name:

Do not use this form for proposals to drill new wells, deepen existing wells, or to reenter plugged and abandoned wells.
Use APPUCAT10N FOR PERMITTO DRIU. OA DEEPENformfor auch proposals. O &

6. Well Name and Number:
9.Typ.orwen: OILjyl GAS OTHER: Monument St. #23-2

2. Name of Operator: 8. API WellNumber:

Equitable Resources Energy Company 43-047-32613

3. Address and Telephone Number: 10. Field and Pool, or Wildcat:

5555 San Felipe, 2100, Houston, TX 77056 (406) 628-4164 Undesignated/Green Riv.

4. I.ocadon of Well

F °*e••= 1980 FSL & 1980 ' FWL cou" Uintah
oa.s••sTAM.: NE SW Section 2, T9S, R17E Utah

"· CHECK APPROPRIATE BOXES TO INDICATE NATUREOF NOTICE, REPORT, OR OTHER DATA
NOTICE OF INTENT SUBSEQUENT REPORT

(Bulunit in DMplicate) (Submit Original Form Only)

O Abandon O New Construction O Abandon O New Construction

O Repair casing O Pull or Alter casing O Repair casing O Pull or After Casing

O Change of Plans O Recomplete O Change of Plans O Reperforate

O convertto injection O Reperforat• O convertto injection O Vent or Flare

O Fracture Treat or Acidize O Vent or Flare O Fracture Treat or Acidize O watershut-ott

O Multiplecompletion O Water Shut-Off g Other Change of Operator

Other chango nF Opprunr
Date of work completion

Approximate date work will start Repon results of Multiple Comptenons and Rooomptedone to different reservoirs on WELL
coMPumoN OR RECOMPLETiON REPORT AND LOG form.

* Must be accompanied by a cement verification report.

12. DESCRIGEPADPOSEDCA COMPLETED OPERATIONS(Clearly state all pertinent detalls, and give pertinent dates. If well is directionally drilled, give subsurface locations and measured and true

vettical depths for all markets and zones pertinent to this work.)

Effective September 30, T997, Inland Production Company will take over operations of
this well.from Equitable Resources Energy Company.

Effective September 30, 1997, Inland Production Company is responsible under the terms ,

and conditions of the lease for operations conducted onnthe leased lands or a
portion thereof under State of Utah Statewide Bond #4471291.

Agent for Equitable

u.m.asion.tur.: Mn11v nonrad ØÀL {YLA C1 . vm.: Resources Energy Co. Date: 1-8-99

4\n4) (See instructions on Reverse



g)OGM SPEED LETTER

To: Ed Bonner From: Kristen Risbeck

School & Institutional Trust Division of Oil, Gas & Mining

Lands Administration

Subject: Operator Change

MESSAGE Date 02/22 19 99

Ed,

For your information, attached are copies of documents regarding an operator change on a state lease(s)

These companies have complied with our requirements. Our records have been updated. Bonding should

be reviewed by your agency ASAP.

Former Operator: Equitable Resources Energy

New Operator: Inland Production Company

Well(s): API: Entity: S-T-R: Lease:

Balcron Mon. State 23-2 43-047-32613 11740 02-09S-17E ML-45555

cc: Operator File Signed

REPLY Date 19

Signed



Div n of Oil, Gas and Mining Routing:

ÓPERATOR CHANGE WORKSHEET

Attach all documentationreceived by the divisionregarding this change. 8-FILE

Initial each listed itemwhen completed. Write N/A if item is not applicable.
¯

j5-KDR V

U Change of Operator (well sold) O Designation of Agent
O Designation of Operator O Operator Name Change Only

The operator of the well(s) listed below has changed, effective: 9-30-97

TO: (new operator) TNLAND PRODUCTTON COMPANY FROM: (old operator) FOTITTART F RVRí¾TRPWR FNWRCV On

(address) 410-17TH STREET STE 700 (address) 1601 LEWIS AVENUE

DENVER,f CO 80202 RTT.T.INGS, MT 59102
SHANNON SMITH MOLLY CONRAD

Phone: (303) 382-4441 Phone: (406) 628-4164
Account no. Nsi r,n Account no. N9890

WELL(S) attach additional page if needed:

Name: BALCRON MON. ST.,23-2 API: 43-047-32613 Entity: 11740 SLT OR R 17RLease: MI--A5555 (SOI
Name: API: Entity: S T R Lease:
Name: API: Entity: S T R Lease:
Name: API: Entity: S T R Lease:
Name: API: Entity: S T R Lease:
Name: API: Entity: S T R Lease:
Name:

. ..._._ _ _

API: Entity: S T R Lease:

OPERATOR CHANGE DOCUMENTATION

1. (r649-8-10) Sundryor other legal documentation has been received from the FORMER operator (attach to this

2. (r649-8-10) Sundry or other legal documentation has been received from the NEW operator (Attach to this

3. The Department of Commerce has been contacted if the new operator above is not currently operating any
wells in Utah. Is the company registered with the state? (yes/no) If yes, show company file number:

4. FOR INDIAN AND FEDERAL WELLS ONLY. The BLM has been contacted regarding this change. Make
note of BLM status in comments section of this form. BLM approval of Federal and Indian well operator
changes should ordinarily take place prior to the division's approval, and before the completion of steps 5
through 9 below.

5. Changes have been entered in the Oil ang Gas Information System (3270) for each well listed above.

6. Cardex file has been updated for each well listed above.( g, gg, g)
7. Well file labels have been updated for each well listed above. # ¡]¿p fj) ,g

8. Changeshave been included on the monthly "Operator, Address, and Account Changes" memo for distribution
to Trust Lands, Sovereign Lands, UGS, Tax Commission, etc. gg, gg

. A folder has been set up for the Operator Change file, and a copy of this page has been placed there for

c:\dons\wpdocs\fonnsoperchng
- OVER



OPERATOR CHANGE WORKSHEET (con d) - Initial each item when completed. Write item is not applicable.

ENTITY REVIEW

1. (r649-8-7) Entity assignments have been reviewed for all wells listed above. Were entity changes made?
(yes/no) ÑÛ If entity assignments were changed, attach copies of Form 6, Entity Action Form.

2. Trust Lands, Sovereign Lands, Tax Commission, etc., have been notified through normal procedures of entity
changes.

BOND VERIFICATION - (FEE WELLS ONLY)

1. (r649-3-1) The NEW operator of any fee lease well listed above has furnished a proper bond.

2. A copy of this form has been placed in the new and former operator's bond files.

3. The FORMER operator has requested a release of liability from their bond (yes/no) .. as of today's date
. If yes, division response was made to this request by letter dated

LEASE INTEREST OWNER NOTIFICATION OF RESPONSIBILITY

1. Copies of documents have been sent on /þ Ëf Ñ to at Trust Lands for changes
involving State leases, in order to remind that agency of their responsibility to review for proper bonding.

2. (r649-2-10) The former operator of any fee lease wells listed above has been contacted and informed by letter
dated 19

_,

of their responsibility to notify all interest owners of this change.

FILMING

1. All attachments to this form have been microfilmed. Today's date: ' SS'OO .

FILING

1. Copies of all attachments to this form have been filed in each well file.

2. The original of this form, and the original attachments are now being filed in the Operator Change file.



FOlm 10 STATE OF UTAH Page 12 of 35

SION OF OIL, GAS AND MININ 03/17/1999

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114-5801

MONTHLY OIL AND GAS PRODUCTION REPORT

OPERATOR NAME AND ADDRESS

UTAH ACCOUNT NUMBER: N5160
KEBBIE JONES

INLAND PRODUCTION COMPANY REPORT PERIOD (MONTH/YEAR): 2 / 1999
ROUTE #3 BOX 3630

MYTON, UT 84052 AMENDED REPORT [ (Highlight Changes)

WELL NAME Producing Well Well Days ?roduction Vclumes

API Number Entity Location Zone Status Type Oper OIL(BBL) GAS(MCF) WATER(BBL)

BALCRON FEDERAL 41-19Y

4304732504 11651 098 18E 19 GRRV OW

FEDERAL 44-4Y

4301331452 11679 09S 17E 04 GRRV OW

BALCRON FEDERAL 31-5Y

C N T 22
R

BALCRON FEDE RE'31-19Y

4304732614 11751 09S 18E 19 GRRV OW

BALCRON FEDERAL 42-19Y

4304732616 11756 09S 18E 19 GRRV OW

BALCRON FEDERAL 12-20Y

4304732617 11758 09S 18E 20 GRRV OW

MONUMENT BUTTE FEDERAL 6 -1

4301331506 11769 098 16E 01 GRRV OW

BALCRON FEDERAL 32-19Y

4304732615 11771 09S 18E 19 GRRV OW

MONUMENT BUTTE STATE 14-36

4301331508 11774 OSS 16E 36 GRRV OW

ASHLEY FEDERAL 10-23

4301331519 11775 09S 15E 23 GRRV OW

SUNDANCE STATE 5-32

4304732685 11781 OSS 18E 32 GRRV OW

CODY FEDERAL 2-35 (REENTRY)

4301331525 11794 OSS 15E 35 GRRV OW

'. ·ALS

COMMENTS : pg ) 3 1999 ,

DNOFOIL,GAS&Ñ\NING

I hereby certify that this report is true and complete to the best of my knowledge. Date :

Name and Signature: Telephone



PointsofDiversion http://nrwrt1.nr.state.ut.us/cgi-b...- w=e&u=s&s=t&p-r&u=c&u-m&u=p&u=o

UTAH DIVISION OF WATER RIGHTS
WATER RIGHT POINT OF DIVERSION PLOT CREATED MON, MAY 1

PLOT SHOWS LOCATION OF 0 POINTS OF DIV

PLOT OF AN AREA WITH A RADIUS OF 1000 FEET
N 1980 FEET, E 1980 FEET OF THE SW CORNER,
SECTION 2 TOWNSHIP 9S RANGE 17E SL BASE

PLOT SCALE IS APPROXIMATELY 1 INCH = 400 FE

NORTH
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PRODUCTION COMPANY
A Subsidiary of1nland Resources Inc

May 13, 1999

State of Utah
Division of Oil, Gas & Mining 22 ---,

Attn: Carolyn
1594 West North Temple - Suite 1210
P.O. Box 145801
Salt Lake City, Utah 84114-5801

Dear Carolyn: ILGAS&MINING
Please findenclosed Page 12 of 35 of the Monthly Producti Report. This is the model

that you sent to me. I never before have reported under entity #11740 and this number has
never been on my models before. This is a Water Source Well that Balcron drilled, but the water
had too much ammonia in it and they never even produced it. It has been left shut in since we
took it over. It is in the Castle Draw Unit, which is entity #12275, but I have never included it
there either. Please check into this, but I don't believe it should be on the model.

Please also findenclosed the Production & Disposition Reports forMarch 1999. I am
also enclosing two listings, one for new producers and one for wells that have been converted to
water injection. These are the only discrepancies between my reports and the State models. I
have spoken with Shannon Smith in our office in Denver and all of the completion reports and
sundry notices for these wells have been submitted Ifyou review your filesand fìndthat you are
missing any of these reports, please let me know and I'll fax them to you.

As always, thanks foryour assistance. Ifyou have any questions or need further
information, please don't hesitate to call me.

Sincerely,

bie S. Jones
District Administrator

Enclosures

/kj

inland Production Company Field Office • Route 3, Box 3630 • Myton, UT 84052 • 435-646-3721 • FAX 435-646-3031

Corporate Office • 410 Seventeenth Street, Suite 700 • Denver, CO 80202 • 303-893-0102 • FAX



STATE OF UfMI
olvlslan of 01L, GAS AND HINING OPERATOR _INLAND PRODUCTION COMPANY OPERATOR AccT. No. H 5160
ENTITY ACTION FORH - FORH 6 ADDRESS

ACTION CURRENT NEW API NUNDER WELL NAHE WF11 I OCATION SPUD EFFECTIVECODE ENTITY NO. ENTITY NO. QQ SC TP RG COUNTY DATE DATE

C 11740 12275 43-047-32613 BALCRON MON. ST. 23-2 NESW 2 98 17E UINTAH 6-9-99

WELL 1 CONHENTS: 990609 PER ATTACHED LETTER, ENTITY CHANGED FROM 11740 TO 122/5. KDR

WELL 2 COHHEllTS:

IWELL 3 CDHMENTS:

WELL 4 COMMENTS:

WELL 5 CONNENTS:

ACTION CODES (See instructions on back of form) |A - Establish new entity for new well (single well only) þOGM (KDR)D - Add new well to existing entity (group or unit well) SignatureC - Re-assion well from one existing entity to another existing entity
D - Re-assign well from one existing entity to a new entity 6-9-99
E - Other (explain in comments section) Title

. Date
NOTE: Use COHMEtlT section to explain why each Action Code was selected. Phone No. ( )



O OCorporationsSection 4g E og Geoffrey S. Connor à
P.O.Box 13697 4 A Secretary of State
Austin, Texas 78711-3697

Office of the Secretary of State

The undersigned, as Secretary of State of Texas, does hereby certify that the attached is a true and
correct copy of each document on file in this office as described below:

Newfield Production Company
Filing Number: 41530400

Articles of Amendment September 02, 2004

In testimonywhereof, I have hereunto signed my name
officially and caused to be impressed hereon the Seal of
State at my office in Austin, Texas on September 10,
2004.

Secretary of State

Come visit us on the intemet at http://www.sos.state.tx.us/
PHONE(512) 463-5555 FAX(512) 463-5709 TTY7-1-1
Prepared by:



ARTICLES OF AMENDMENT \n the
g· ofthe

TO THE Secretary of State ofTeXSS

ARTICLES OF INCORPORATION
OF 02 ËÊ

INLAND PRODUCTION COMPAN Y
CorpolatiOgg Section

' Pursuantje the provisions of Article 4.04 of the TexasBusinessCorporation Act (the
"TBCA"), the undersigned corporation adopts the following articles of amendment to the articles
of incorporation:

ARTICLE 1- Name

The name of the corporation is Inland Production Company.

ARTICLE 2 - Amended Name

The following amendment to the Articles of Incorporation was approved by the Board of
Directors and adopted by the shareholders of the corporation on August 27, 2004.

The amendment alters or changes Article Oné of the Articles of Incorporation to change
the name of the corporation so that, as amended, Article One shall read in its entirety as follows:

"ARTICLE ONE - The name of the corporation is Newfield Production Company."

ARTICLE 3 - Effective Date of Filing

This document will become effective upon filing.

The holder of all of the shares outstanding and entitled to vote on said amendment has
signed a consent in writing pursuant to Article 9.10 of the TBCA, adopting said amendment,and
any written notice required has been given.

IN WITNESS WHEREOF, the undersigned corporation has executed these Articles of
Amendment as of the 1" day of September, 2004.

INLAND RESOURCES INC.

By:
Susan G. Riggs,



Division of Oil, Gas and Mining
ROUTING

OPERATOR CHANGE WORKSHEET 1. GLH

3. FILE
Change of Operator (Well Sold) Designation of Agent/Operator

X Operator Name Change Merger

The operator of the well(s) listed below has changed, effective: 9/1/2004
FROM: (Old Operator): TO: ( New Operator):
N5160-Inland Production Company N2695-Newfield Production Company

Route 3 Box 3630 Route 3 Box 3630
Myton, UT 84052 Myton, UT 84052

Phone: 1-(435) 646-3721 Phone: 1-(435) 646-3721

CA No. Unit: CASTLE DRAW

WELL(S)
NAME SEC TWN RNG API NO ENTITY LEASE WELL WELL

NO TYPE TYPE STATUS
MON ST 14-2 02 090S 170E 4301331425 12275 State WI A
MONUMENT ST 12-2 02 090S 170E 4301331481 12275 State OW P
MONUMENT ST 13-2 02 090S 170E 4301331482 12275 State WI A
MONUMENT ST l l-2-9-17CD 02 090S 170E 4301331685 12275 State WI A
CASTLE DRAW 10-2R-9-17 02 090S 170E 4304731195 12275 State WI A
MON ST 31-2-9-17CD 02 090S 170E 4304732563 12275 State WI A
MONUMENT ST 22-2 02 090S 170E 4304732610 12275 State WI A
MONUMENT ST 24-2 02 090S 170E 4304732612 12275 State OW P
BALCRON MON ST 23-2 02 090S 170E 4304732613 12275 State WS I
MONUMENT ST 21-2-9-17 02 090S 170E 4304732703 12275 State OW P
MONUMENT ST 32-2 02 090S 170E 4304732737 12275 State OW P
CASTLE DRAW 8-2 02 090S 170E 4304732842 12275 State D PA
CASTLE DRAW 1-2-9-17 02 090S 170E 4304732843 12275 State OW S
CASTLE DRAW 9-2-9-17 02 090S 170E 4304733238 12275 State OW P
CASTLE DRAW 15-2-9-17 02 090S 170E 4304733239 12275 State OW P
CASTLE DRAW 16-2-9-17 02 090S 170E 4304733240 12275 State WI A

OPERATOR CHANGES DOCUMENTATION
Enter date after each listed item is completed
1. (R649-8-10) Sundry or legal documentation was received from the FORMER operator on: 9/15/2004
2. (R649-8-10) Sundry or legal documentation was received from the NEW operator on: 9/15/2004

3. The new company was checked on the Department of Commerce, Division of Corporations Database on: 2/23/2005
4. Is the new operator registered in the State of Utah: YES Business Number: 755627-0143

5. If NO, the operator was contacted contacted on:

Newfield Castle Draw FORM 4B.xls 3/15/2005



O O6a. (R649-9-2)Waste Management Plan has been received on: IN PLACE

6b. Inspections of LA PA state/fee well sites complete on: waived

7. Federal and Indian Lease Wells: The BLM and or the BIA has approved the merger, name change,
or operator change for all wells listed on Federal or Indian leases on: BLM BIA

8. Federal and Indian Units:
The BLM or BIA has approved the successor of unit operator for wells listed on: n/a

9. Federal and Indian Communization Agreements ("CA"):
The BLM or BIA has approved the operator for all wells listed within a CA on: na/

10. Underground Injection Control ("UIC") The Division has approved UIC Form 5, Transfer of Authority to
Inject, for the enhanced/secondary recovery unit/project for the water disposal well(s) listed on: 2/23/2005

DATA ENTRY:
1. Changes entered in the Oil and Gas Database on: 2/28/2005

2. Changes have been entered on the Monthly Operator Change Spread Sheet on: 2/28/2005

3. Bond information entered in RBDMS on: 2/28/2005

4. Fee/State wells attached to bond in RBDMS on: 2/28/2005

5. Injection Projects to new operator in RBDMS on: 2/28/2005

6. Receipt of Acceptance of Drilling Procedures for APD/New on: waived

FEDERAL WELL(S) BOND VERIFICATION:
1. Federal well(s) covered by Bond Number: UT 0056

INDIAN WELL(S) BOND VERIFICATION:
1. Indian well(s) covered by Bond Number: 61BSBDH2912

FEE & STATE WELL(S) BOND VERIFICATION:
1. (R649-3-1) The NEW operator of any fee well(s) listed covered by Bond Number 61BSBDH2919

2. The FORMER operator has requested a release of liability from their bond on: n/a*

The Division sent response by letter on: n/a

LEASE INTEREST OWNER NOTIFICATION:
3. (R649-2-10) The FORMER operator of the fee wells has been contacted and informed by a letter from the Division

of their responsibility to notify all interest owners of this change on: n/a

COMMENTS:
*Bond rider changed operator name from Inland Production Company to Newfield Production Company - received 2/23/05

Newfield Castle Draw FORM_4B.xls 3/15/2005
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NEWFIELD PRODUCTION COMPANY
Monument State #23-2-9-17

Castle Dra Unit
Plug & Abandonment Procedure

DOWNHOLE DATA 8/8/5 CWC

Elevation: 5082' GL; 5092' RKB
TD: 5800'
Sulfacecasing: 8-5/8" 155 24# @26T Cire.6 bb1s@surf.

omt w/170 sx
Production casing: 5-1/2" 155 17# @3,462' ID: 4,892"; Drift:4.767"

emtw/208 exs Super "G" TOC @608' - From
and 260 exs50/50 poz existing WBD. No source

found in files and calc TOC
w/ 70% eff shows TOC @
surf.

PBTD: 3,422'
Tubing: 99 jts - 2-7/8" 6.5# J55 &

SN. EOT @3,069'.
Existing Perfs: 2981' -2988' Acidized w/ 1,500 gals 15%

2995' - 3030' HCL,
Notes: No cased hole probs noted

PROCEDURE

I. Notify BLM or UtahDOGM as necessary prior to P&A, Dig,line,and fencepit as
necessaryfor cement wash up and returns,

2. Blow down tbg. MIRU SU. ND wellhead. Stripon and NU BOP. TOR and tally 2-7/8"
tbg.

3. MU 5-1/2" 17# casing scraper and round trip same to ±2,950', MU 5-1/2" CR. TlH and
set same at +/- 2,93 l'. RU cementing company. Sting out of CR and load hole. Sting in
and establish injectioninto perforations from2,981' - 3,030'.

4. Plug #1: Mix and pump a total of 19 sxs ClassB or equivalent (22 n^3)cement. Squeeze
12 sxs belowCR to isolate perforations, sting out and spot 7 sxsaboveCR.

5. Test easing to 500 psi. TOOHand LD tubing and CR stinger. Note: If casingdoes not
pressure test be prepared to set a CR at +/- 267 añer perforating@31T and prior to
pumping plug #2.

6. ND BOP and NU tubing head adapter or other w/ valve.

7, RU electric lineand perforate 2 holesat 317. RU cementingcompany and establish
circulation down5-1/2" casingout bradenheadvalve. Circulateone casingvolume of
water to ensure annulus is clear. RDMO electric line.

8. Plut #2: Mix and pump approximately 94 sxs Class B or equivalent (110 ft^3)cement
down5-1/2" casing takingretums out bradenheadvalve. Circulategood cement out
bradenhead, displace TOCto 5' below ground level inside 5-1/2" casing and SD.

9. RDMOcementing companyand rig,

10. Ml welder and cut ofFS-l/2" and 8-5/8" casing below grade andweld on P&A



, O e
JON M. HUNTSMAN, JR.

Governor

GARY R. HERBERT
Lieutenant Governor

State of Utah

Department of
Natural Resources

MICHAEL R. STYLER
Executive Director

CONDITIONS OF APPROVAL
Division of

Oil, Gas & Mining TO PLUG AND ABANDON WELL
JOHN R. BAZA

Division Director

Well Name and Number: Balcron Monument St 23-2
API Number: 43-047-32613
Operator: Newfield Production Company
Reference Document: Original Sundry Notice Dated August 29, 2005

Received by DOGM on August 29, 2005
Approval Conditions:

1. Notify the Division at least 24 hours prior to conducting
abandonment operations. Please call Dan Jarvis at 801-538-5338.

2. All intervals between plugs shall be filled with noncorrosive fluid.

3. ADD 100' PLUG: CIBP +/- 1,158' @top of Green River. Top with
12 sacks of cement R649-3-24.3.3.

. 4. All requirements in the Oil and Gas Conservation General Rule
R649-3-24 shall apply.

5. If there are any changes to the plugging procedure or the wellbore
configuration, notify Dustin Doucet at 801-538-5281 prior to continuing
with the procedure.

6. All other requirements for notice and reporting in the Oil and Gas
Conservation General Rules shall apply.

/&,,,7' ,,. ,£/ August 29, 2005
Dustin K. Doucet Date
Petroleum Engineer

1594 West North Temple, Suite 1210, POBox 145801, Salt Lake City,UT 84114-5801
telephone (801) 538-5340 • facsimile (801) 359-3940 • TTY (801) 538-7458



API Well No: 43-047-32613-00-00 Permit No: Well Name/No: BALCRON MON ST 23-2

Company Name: NEWFIELD PRODUCTION COMPAN

Location: See: 2 T: 9S R: 17E Spot: NESW String Information
Coordinates: X: 587373 Y: 4434506 Bottom Diameter Weight Length

Strmg (ft sub) (inches) (lb/ft) (ft)
Field Name: MONUMENT BUTTE HOL1 269 12.25
County Name: UINTAH SURF 269 8 625 24

HOL 5800 7 -$' IT)
PROD 3462 5.5 15.5 q‡š

Cement from 269 ft to surface

Surface: 8.625 in. @269 ft

Hole: 12.25 in. @269 ft
È O•E SO i

7.0/ fr3)Û•If I &Á) Cement Information
BOC TOC

String (ft sub) (ft sub) Class Sacks
PROD 3462 608 G 208

PROD 3462 608 PC 260

SURF 269 0 G 170

e i c /L -.2 4.3/ Perforation Information
hía (Okutr)(7.W1)= 101' Top Bottom

iop >4 rl Cement from 3462 fL to 608 ft. (ft sub) (ft sub) Shts/Ft No Shts Dt Squeeze
Production: 5.5 in. @3462 ft 2981 3030

Hole: Unknown

Formation Information
Formation Depth
GRRV 1158
HRSEBN 2352
GARGUL 3884
DGCRK 4659

Hole: 7.875 in. @5800 ft

TU 5800 TVD: PBTD:

Page
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